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Foreword 



rd , 



This Technical Specification has been produced by the 3 Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 



ETSI 



3GPP TS 03.78 version 7.6.1 Release 1998 10 ETSI TS 101 441 V7.6.1 (2001-06) 



1 Scope 



The present document specifies the stage 2 description for the second phase (see 3GPP TS 02.78 [2]) of the Customized 
Apphcations for Mobile network Enhanced Logic (CAMEL) feature which provides the mechanisms to support 
services of operators which are not covered by standardized GSM services even when roaming outside the HPLMN. 

The CAMEL feature is a network feature and not a supplementary service. It is a tool to help the network operator to 
provide the subscribers with the operator specific services even when roaming outside the HPLMN. 

In this specification, the GSM Service Control Function (gsmSCF) is treated as being part of the HPLMN. The 
regulatory environment in some countries may require the possibility that the gsmSCF and the HPLMN are controlled 
by different operators, and the gsmSCF and the HPLMN are therefore distinct entities. 

In the second phase the CAMEL feature supports: 

mobile originated and forwarded calls; 

mobile terminating calls; 

any time interrogation; 

suppression of announcements; 

announcements, in band user interaction; 

- charging features; 

supplementary service invocation notifications; 

- USSD interaction with the gsmSCF. 

North American carrier selection. 

Note that CAMEL is not applicable to Emergency Setup (TS 12), i.e., in case an Emergency call has been requested the 
gsmSSF shall not be invoked. 

The mechanism described in the present document addresses especially the need for information exchange between the 
VPLMN or IPLMN and the HPLMN for support of operator specific services. Any user procedures for the control of 
operator specific services are outside the scope of the present document. Subscribers who have subscribed to operator 
specific services and therefore need the functional support of the CAMEL feature shall be marked in the HPLMN and 
VPLMN. In case a subscriber is marked to need CAMEL support, the appropriate procedures which provide the 
necessary information to the VPLMN or the HPLMN are invoked. It is possible for the HPLMN to instruct the VPLMN 
or IPLMN to interact with a gsmSCF which is controlled by the HPLMN. 

The specification of operator specific services is outside the scope of the present document. 
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3 Definitions, symbols and abbreviations 

3.1 Definitions 

For the purposes of the present document, the following terms and definitions apply: 

Basic Call State Model (BCSM): The BCSM provides a high-level model of GMSC- or MSC/VLR-activities required 
to establish and maintain communication paths for users. As such, it identifies a set of basic call activities in a GMSC or 
MSC/VLR and shows how these activities are joined together to process a basic call. 

Call Control Function (CCF): The CCF is the Call Control Function in the network that that provides call/service 
processing and control (see ITU-T Q.1214 [6]). 

Detection Points (DP): The points in processing at which notifications (to the service logic) can occur and transfer of 
control (to the gsmSCF) is possible are called Detection Points (DPs). 

GSM Service Control Function (gsmSCF): A functional entity that contains the CAMEL service logic to implement 
OSS. It interfaces with the gsmSSF, the gsmSRF and the HLR. 

GSM Service Switching Function (gsmSSF): A functional entity that interfaces the MSC/GMSC to the gsmSCF. The 
concept of the gsmSSF is derived from the IN SSF, but uses different triggering mechanisms because of the nature of 
the mobile network. 

GSM Specialised Resource Function (gsmSRF): A functional entity which provides various specialized resources. It 
interfaces with the gsmSCF and with the MSC. This entity is defined in ITU-T Q.1214 ([6]) with variations defined in 
the specification. 

NA (North American): A prefix attached to certain information items used by North American PLMNs in connection 
with routing a call to a preferred or dialled long distance carrier. 

Location Information: Indicates the location of the served subscriber. The provision of location information is 
independent of the MS status. As part of the location information, an indication of the age of this information may be 
delivered. 

Originating Basic Call State Model (O-BCSM): The originating half of the BCSM. The 0-BCSM corresponds to that 
portion of the BCSM associated with the originating party. 

Originating CAMEL Subscription Information (O-CSI): The O-CSI identifies the subscriber as having originating 
CAMEL services. 

Point In Call (PIC): PICs identify MSCA^LR (GMSC) activities associated with one or more basic call/connection 
states of interest to OSS service logic instances. 

Service Key: The Service Key can identify to the gsmSCF the service logic that it should apply. The Service Key is 
administered by the HPLMN, and is passed transparently by the VPLMN/IPLMN to the gsmSCF. The Service Key is a 
partoftheT/O-CSI. 

Subscriber State: See 3GPP TS 02.78 [2]. 

Supplementary Service Notification CAMEL Subscription Information (SS-CSI): The SS-CSI identifies the 
subscriber as having supplementary service invocation notification CAMEL services. 

Terminating Basic Call State Model (T-BCSM): The terminating half of the BCSM. The T-BCSM corresponds to 
that portion of the BCSM associated with the terminating party. 

Terminating CAMEL Subscription Information (T-CSI): The T-CSI identifies the subscriber as having terminating 
CAMEL services. 
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Translation Information Flag (TIF-CSI) : The TIF-CSI is a flag in the CAMEL subscriber data which indicates that 
when the subscriber registers a forwarded-to number, that the HLR shall not attempt to perform any translation, number 
format checks, prohibited FTN checks, call barring checks. 

USSD CAMEL Subscription Information (U-CSI) : The U-CSI identifies a set of subscriber specific mappings from 
a USSD service code to a gsmSCF address. 

USSD General CAMEL Service Information (UG-CSI) : The UG-CSI globally identifies a set of mappings from a 
USSD service code to a gsmSCF address. The global mapping applies to all HPLMN subscribers. If, for a particular 
service code, both U-CSI and UG-CSI are applicable then the U-CSI shall take precedence. 



3.2 



Abbreviations 



Abbreviations used in the present document are listed in 3GPP TS 01.04 [1]. 

For the purposes of the present document, the following abbreviations apply: 

BCSM Basic Call State Model 

CAMEL Customized Applications for Mobile network Enhanced Logic 

DP Detection Point 

EDP Event Detection Point 

GMSC Gateway MSC 

gsmSCF GSM Service Control Function 

gsmSRF GSM Specialised Resource Function 

gsmSSF GSM Service Switching Function 

HLR Home Location Register 

HPLMN Home PLMN 

IE Information Element 

IF Information Flow 

IP Intelligent Peripheral 

IPLMN Interrogating PLMN 

MSC Mobile service Switching Centre 

NA North American 

O-BCSM Originating Basic Call State Model 

O-CSI Originating CAMEL Subscription Information 

ODB Operator Determined Barring 

OSS Operator Specific Service 

PIC Point In Call 

PLMN Public Land Mobile Network 

SLPI Service Logic Program Instance 

SMF Service Management Function 

SS-CSI Supplementary Service Notification CAMEL Subscription Information 

T-BCSM Terminating Basic Call State Model 

T-CSI Terminating CAMEL Subscription Information 

TDP Trigger Detection Point 

TIF-CSI Translation Information Flag 

U-CSI USSD CAMEL Subscription Information 

UG-CSI USSD General CAMEL Service Information 

VLR Visitor Location Register 

VPLMN Visited PLMN 
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Architecture 



4.1 



Functional Entities used for CAIVIEL 



This subclause describes the functional architecture needed to support CAMEL. Also the additions needed to the basic 
GSM functionality are described. Figure 1 shows the functional entities involved in calls requiring CAMEL support. 
The architecture is applicable to the second phase of CAMEL. 



Home Network 




HLR )< 



MAP- 




.gsmSCF 



Incoming line 



Interrogating Network 




> MS 



MO call - Outgoing leg 
(or Forwarding leg) 

Visiting Network 



Home/lnterrogating/Vislting Network 



Figure 1 : Functional archiitecture for support of CAIUIEL 

HLR: The HLR stores for subscribers requiring CAMEL support the information relevant to the current subscription 
regarding 0-CSI, T-CSI, TIF-CSI, U-CSI and SS-CSI. The UG-CSI is stored as global data appHcable to all CAMEL 
subscribers. The O-CSI is sent to the VLR in case of Location Update or if the O-CSI is updated. The SS-CSI is sent to 
the VLR in case of Location Update or if the SS-CSI is updated. The O/T-CSI is sent to the GMSC when the HLR 
responds to a request for routeing information. The TIF-CSI, U-CSI and the UG-CSI are stored in the HLR only. The 
HLR may provide an interface towards the gsmSCF for the Any Time Interrogation procedure. 

GMSC: When processing the calls for subscribers requiring CAMEL support, the GMSC receives a O/T-CSI from the 
HLR, indicating the GMSC to request instructions from the gsmSSF. The GMSC monitors on request the call states 
(events) and informs the gsmSSF of these states during processing, enabling the gsmSSF to control the execution of the 
call in the GMSC. 

MSC: When processing the calls for subscribers requiring CAMEL support, the MSC receives a O-CSI from the VLR 
indicating the MSC to request instructions from the gsmSSF. The MSC monitors on request the call states (events) and 
informs the gsmSSF of these states during processing, enabling the gsmSSF to control the execution of the call in the 
MSC. When processing an invocation of any of the supplementary services ECT, CD and MPTY, the MSC receives a 
SS-CSI from the VLR, indicating that a notification of the invocation of the supplementary service shall be sent to the 
gsmSCF. 
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VLR: The VLR stores the O-CSI and SS-CSI as a part of the subscriber data for subscribers roaming in the VLR area. 
gsmSSF: see subclause 3.1. 
gsmSCF: see subclause 3.1. 
gsmSRF: see subclause 3.1. 

4.2 Interfaces defined for CAMEL 

This subclause describes the different interfaces applicable to CAMEL. It specifies on a high level the functions specific 
to CAMEL. 

4.2.1 HLR - VLR interface 

This interface is used to send the CAMEL related subscriber data to the visited PLMN and for provision of MSRN. The 
interface is also used to retrieve subscriber status and location information of the mobile subscriber or to indicate 
suppression of announcement for a CAMEL service. 

4.2.2 GIVISC - HLR interface 

This interface is used at terminating calls to exchange routeing information, subscriber status, location information, 
subscription information and suppression of announcements. The O/T-CSI that is passed to the IPLMN is sent over this 
interface. 

4.2.3 GMSC - gsmSSF interface 

This is an internal interface. The interface is described in the specification to make it easier to understand the handling 
of DPs (arming/disarming of DPs, DP processing etc.). 

4.2.4 gsmSSF - gsmSCF interface 

This interface is used by the gsmSCF to control a call in a certain gsmSSF and to request the gsmSSF to establish a 
connection with a gsmSRF. Relationships on this interface are opened as a result of the gsmSSF sending a request for 
instructions to the gsmSCF. 

4.2.5 MSC - gsmSSF interface 

This is an internal interface. The interface is described in the specification to make it easier to understand the handling 
of DPs (arming/disarming of DPs, DP processing etc.). 

4.2.6 gsmSCF - HLR interface 

This interface is used by the gsmSCF to request information from the HLR. As a network operator option the HLR may 
refuse to provide the information requested by the gsmSCF. 

This interface is also used for USSD operations, both for gsmSCF-initiated dialogues and MS-initiated dialogues 
(relayed via HLR). It is a network operator option whether to support or not USSD operations on this interface. 

4.2.7 gsmSCF - gsmSRF interface 

This interface is used by the gsmSCF to instruct the gsmSRF to play tones/announcements to the users. 

4.2.8 MSC - gsmSCF interface 

This interface is used by the MSC to send supplementary service invocation notifications to the gsmSCF. 
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5 Detection Points (DPs) 

5.1 Definition and description 

Certain basic call events may be visible to the GSM Service Control Function (gsmSCF). The DPs are the points in call 
at which these events are detected. The DPs for Mobile Originated Calls and Mobile Terminated Calls are described in 

subclauses 7.2 and 7.3. 

A DP can be armed in order to notify the gsmSCF that the DP was encountered, and potentially to allow the gsmSCF to 
influence subsequent handling of the call. If the DP is not armed, the processing entity continues the processing without 
gsmSCF involvement. 

Three different types of DPs are identified: 

Trigger Detection Point - Request (TDP-R) 

This detection point is statically armed and initiates a CAMEL control relationship when encountered. 
Processing is suspended when the DP is encountered. 

Event Detection Point - Request (EDP-R) 

This detection point is dynamically armed within the context of a CAMEL control relationship. Processing is 
suspended when encountering the DP and the gsmSSF waits for instructions from the gsmSCF. 

- Event Detection Point - Notification (EDP-N) 

This detection point is dynamically armed within the context of a CAMEL control relationship. Processing is not 
suspended when encountering the DP. 

The DPs are characterized in the following subclauses. 

5.1.1 Arming/disarming mechanism 

The mechanism by which the DP is armed. A DP may be statically armed or dynamically armed. 

The following arming rules apply: 

DP for mobile terminating call handling is statically armed in GMSC as result of T-CSI delivery from HLR. DP 
for forwarding leg handling is statically armed in GMSC as result of O-CSI delivery from HLR. DP for mobile 
originating call or forwarded leg handling is statically armed in VMSC as result of O-CSI delivery from VLR. 

A DP is dynamically armed by the gsmSCF within the context of a CAMEL control relationship (between the 
gsmSSF and the gsmSCF). 

The following disarming rules apply: 

A statically armed DP is disarmed when a O/T-CSI is withdrawn in the HLR. Only TDP-Rs can be disarmed 
using this mechanism. 

If an armed EDP is met, then it is disarmed. 

If an EDP is met that causes the release of the related leg, then all EDPs related to that leg are disarmed. 

If a call is released, then all EDPs related to that call are disarmed. 

If an EDP is met, then other EDPS are disarmed, in accordance with the implicit disarming rule table (see 
section 7.4). 

If an EDP is armed, it can be explicitly disarmed by the gsmSCF by means of the RequestReportBCSMEvent 
information flow. 
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5.1.2 Criteria 

Criteria are the conditions that must be met in order for the gsmSSF to request instructions from the gsmSCF. 

5.1 .2.1 Criteria for a terminating call 

The criteria for a terminating call are checked in the HLR. The HLR may store a list of up to 5 basic service codes, each 
of which may represent an individual basic service or a basic service group. This list is a triggering list. The basic 
service criterion is met if the basic service for the call matches a stored individual basic service code or is a member of 
the group defined by a stored basic service group code. For the purpose of this paragraph a general bearer service is a 
member of the corresponding bearer service group. 

The HLR shall include the CAMEL subscription information in the subscriber data sent to the GMSC only if the 
triggering criteria are met. 

5.1 .2.2 Criteria for an originating call or a forwarded call 

The criteria for an originating or forwarded call are checked in the originating or forwarding MSC. 

NOTE: In the case of a forwarded call, the HLR may decide not to include the CAMEL subscription information 
in the subscriber data sent to the GMSC if the triggering criteria are not met. 

The following criteria are applicable for DP2 : 

Destination number triggering criterion: The HLR may store a list of up to 10 destination numbers and/or up to 3 
number lengths. The nature of address shall be one of the following: 

- unknown, or 

- international. 

There is no restriction on numbering plan indicator. This criterion may be defined to be either "enabling" or 
"inhibiting". 

Basic service triggering criterion: The HLR may store a list of up to 5 basic service codes, each of which may 
represent an individual basic service or a basic service group. This list is a triggering list. 

- Forwarding triggering criterion: The HLR may store an indicator that triggering shall occur only for a call which 
has been subject to GSM or CAMEL call forwarding. This criterion may be defined to be either "enabling" or 
"inhibiting". 

For MO calls, triggering at DP2 shall be strictly based on the number received over the access network. 

No service selection information, such as * and # digits, or carrier selection information, dialled by the subscriber, shall 

be removed from the number before conditional triggering check takes place. 

For MF calls at the VMSC, triggering at DP2 shall be strictly based on the number received over the access network 
(the Deflected-to-Number in case of Call Deflection) or the Forwarded-to-Number retained in the VLR. 
No service selection information or carrier selection information shall be removed from the number before conditional 
triggering check takes place. 

For MF calls at the GMSC, triggering at DP2 shall be strictly based on the Forwarded-to-Number received from HLR 
or on the Destination Routing Address received in the Connect operation from SCF during a Terminating CAMEL 
Service. 

No service selection information or carrier selection information shall be removed from the number before conditional 
triggering check takes place. 

One or more DP criteria may be applicable. All applicable triggering criteria must be satisfied before the dialogue is 
established with the gsmSCF. 

If the destination number triggering criterion is enabling, then the gsmSSF may establish a dialogue with the gsmSCF 
if: 

the destination number matches one of the destination number strings defined in the list; or 
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the length of the destination number matches one of the destination number lengths defined in the list. 

In this test the destination number matches one of the destination number strings in the list if: 

the nature of address of destination number is the same as the nature of address of the destination number string; 

the destination number is at least as long as the destination number string in the list; and 

all the digits in the destination number string in the list match the leading digits of the destination number. 

If the destination number triggering criterion is inhibiting, then the gsmSSF may establish a dialogue with the gsmSCF 
if: 

the destination number does not match any of the destination number strings defined in the list; and 

the length of the destination number does not match any of the destination number lengths defined in the list. 

In this test the destination number matches one of the destination number strings in the list if: 

the nature of address of destination number is the same as the nature of address of the destination number string; 

the destination number is at least as long as the destination number string in the list; and 

all the digits in the destination number string in the list match the leading digits of the destination number. 

The basic service triggering criterion is met if the basic service for the call matches a stored individual basic service 
code or is a member of the group defined by a stored basic service group code. For the purpose of this paragraph a 
general bearer service is a member of the corresponding bearer service group. 

If the forwarding triggering criterion is enabling, then the gsmSSF may establish a dialogue with the gsmSCF only if 
the call has been subject to CAMEL or GSM call forwarding. If the forwarding triggering criterion is inhibiting, then 
the gsmSSF may establish a dialogue with the gsmSCF only if the call has not been subject to CAMEL or GSM call 
forwarding. 

5.1.3 Relationship 

Given that an armed DP was encountered, the gsmSSF provides an information flow via a relationship. 

A relationship between the gsmSSF and the gsmSCF for the purpose of operator specific service processing is 
considered to be a CAMEL relationship. There are two types of CAMEL relationships: 

A CAMEL control relationship if the gsmSCF is able to influence the call processing via the relationship. 

A CAMEL monitor relationship if the gsmSCF is not able to influence the call processing via the relationship. 

5.2 DP processing rules 

The gsmSSF shall apply the following set of rules during DP processing to ensure a single point of control: 

EDPs are disarmed by the gsmSSF as they are encountered and reported to the gsmSCF, when the occurrence of 
another EDP causes the implicit disarming of the EDP or when the leg clears. 

A control relationship persists as long as there is 1 or more EDP-R armed for this portion of the call or if the 
gsmSSF is in any state except Monitoring or Idle. 

A control relationship changes to a monitor relationship if the control relationship does not persist and : 

1 or more EDP-N armed, or 

1 or more Call information Report outstanding, or 

an Apply Charging Report outstanding. 

A control relationship terminates if it does not persist and does not change to a monitor relationship. A monitor 
relationship terminates if there are neither EDP-Ns armed nor reports outstanding or if the call clears. 
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6 Description of CAIVIEL Subscriber Data 

6.1 Originating/Terminating CAMEL Subscription Information 
(0/T-CSI) 

This subclause defines the contents of the Originating/Terminating CAMEL Subscription Information. 

6.1.1 gsmSCF address 

Address to be used to access the gsmSCF for a particular subscriber. The address shall be an E. 164 number to be used 
for routeing. 

6.1.2 Service Key 

The Service Key identifies to the gsmSCF the service logic that should apply. 

6.1.3 Default Call Handling 

The Default Call Handling indicates whether the call shall be released or continued as requested in case of error in the 
gsmSSF to gsmSCF dialogue. 

6.1.4 TDPList 

The TDP List indicates on which detection point triggering shall take place. For O-CSI only DP2 is used. For T-CSI 
only DP 12 is used. 

6.1.5 DP criteria 

The DP criteria indicate whether the gsmSSF shall request the gsmSCF for instructions. 

6.1 .6 CAMEL Capability Handling 

CAMEL Capability Handling indicates the phase of CAMEL which is asked by the gsmSCF for the service. The HLR 
shall not include in a CSI which it sends to a VLR or GMSC any data for a CAMEL phase later than that which the 
CAMEL capability handling indicates. E.g. if the CAMEL Capability Handling indicates CAMEL phase 1 then the 
HLR shall not send triggering criteria to the VLR. Different CSIs may contain different values of CAMEL Capability 
Handling. 

NOTE: If CAMEL is not supported or if a lower phase of CAMEL is supported in the VLR, the HLR can decide 
on a subscriber basis to apply ODB, perform normal call handling or perform operator specific handling 
(eventually support of a lower version of CSI). 

6.2 Other CAIVIEL data 

6.2.1 USSD CAMEL Subscription Information (U-CSI) 

The subscription information specified in this subclause is for information only. 

This subclause defines the contents of the USSD CAMEL Subscription Information (U-CSI). The U-CSI consists of a 
list of pairs of the following two parameters. 

6.2.1.1 Service Code 

Service code for a specific application in a gsmSCF which interacts with the user by USSD. 
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6.2.1 .2 gsmSCF address 

Address to be used to access the gsmSCF for a particular subscriber and a particular service code. The address shall be 
an E.164 number to be used for routeing. 

6.2.2 Supplementary Service Invocation Notification CAMEL Subscription 
Information (SS-CSI) 

6.2.2.1 Content of the SS-CSI 

This subclause defines the contents of the Supplementary Service Invocation Notification CAMEL Subscription 
Information (SS-CSI). 

6.2.2.1.1 Notification criteria 

This data indicates for which supplementary services notifications shall be sent. The supplementary services which may 
be indicated are ECT, CD and MPTY. 

6.2.2.1.2 gsmSCF address 

Address to be used to access the gsmSCF for a particular subscriber. The address shall be an E. 164 number to be used 
for routeing. 

6.2.3 Location information/Subscriber state Interrogation 

This data indicates whether additional subscriber information shall be sent to the GMSC as part of the terminating call 
handling. 

An indication that the HLR shall send the location information of the called subscriber. 

An indication that the HLR shall send the subscriber state of the called subscriber. 

6.2.4 Translation Information Flag (TIF-CSI) 

A flag (TIF-CSI) in the CAMEL Subscriber data in the HLR indicates, when the subscriber registers a forwarded-to 
number, that the HLR shall not attempt to perform any translation, number format checks, prohibited FTN checks, call 
barring checks (cf. 10.2). 

If the flag is absent, this indicates that a translation is needed in the HLR and the usual procedure applies as defined in 
the current version of TS 3GPP TS 03.82 [13]. In particular, the interaction with barring services shall be performed by 
the HLR at the registration of the FTN. 
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7 Description of CAIVIEL BCSIVIs 

7.1 General Handling 

The BCSM is used to describe the actions in an MSC/GMSC during originating, forwarded or terminating calls. 

The BCSM identifies the points in basic call processing when Operator Specific Service (OSS) logic instances 
(accessed through the gsmSCF) are permitted to interact with basic call control capabilities. 

Figure 2 shows the components that have been identified to describe a BCSM. 



Transition 



DP 



Point In Call (PIC) 



Figure 2: BCSM Components 

7.2 Originating Basic Call State IVIodel (O-BCSiVI) 
7.2.1 Description of 0-BCSM 

The O-BCSM is used to describe the actions in an MSC during originating (MSC) or forwarded (MSC or GMSC) calls. 

When encountering a DP the O-BCSM processing is suspended at the DP and the MSC/GMSC indicates this to the 
gsmSSF which determines what action, if any, shall be taken in case the DP is armed. 
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Figure 3: Originating BCSIUI for CAIUIEL 
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The following table defines the different DPs which apply to mobile originating and forwarded calls. 

Table 1 : Description of O-BCSIVI DPs in the IVISC 



CAMEL Detection Point: 


DP Type 


Description: 


DP2 Collectedjnfo 


TDP-R 


Indication that the 0-CSI is analysed. 


DP 4 Route_Select_Failure 


EDP-N, EDP-R 


Indication that the call establishment failed 


DP 5 0_Busy 


EDP-N, EDP-R 


Indication that: 

- a busy indication is received from the terminating party, 

- a not reachable event is determined upon a cause IE in 
the ISUP release message. 


DP6 0_No_Answer 


EDP-N, EDP-R 


Indication that an application timer associated with the 
0_No_Answer DP expires 


DP7 0_Answer 


EDP-N, EDP-R 


Indication that the call is accepted and answered by the 
terminating party. 


DP9 0_Disconnect 


EDP-N, EDP-R 


A disconnect indication Is received from the originating 
party or from the terminating party. 


DP 10O_Abandon 


EDP-N 


Indication that a disconnect indication is received from 
the originating party during the call establishment 
procedure 



NOTE: the DPs 2, 4, 5, 6, 7, 9, 10 are defined in ITU-T Q.1214 ([6]). 



7.2.1.1 



Description of the call model (PICs) 



This subclause describes the call model for originating and forwarded calls. For each PIC a description can be found of 
the entry events, functions and exit events. 

It should be noted that although the names used for PICs match those used in ITU-T Q.1214 [6] the specific 
descriptions differ. 



7.2.1.1.1 
Entry events: 



0_Null & Authorise_Origination_Attempt_Collect_lnfo 



Disconnection and clearing of a previous call (DP9 - 0_Disconnect) or default handling of exceptions by 
gsmSSF/(G)MSC completed. 

- Abandon event is reported from Analyse, Routing and Alerting PIC. 

Exception event is reported. 

Functions: 

Interface is idled. 

Originating call: SETUP message containing the dialled number is received from MS. 

Originating call: The supplementary service "barring of all outgoing calls" is checked and invoked if necessary. 

Originating call: The ODB category "barring of all outgoing calls" is checked and ODB is invoked if necessary. 

NOTE: the ODB category "barring of all outgoing calls when roaming" causes the HLR to send the category 
"barring of all outgoing call" if the VLR is not in the HPLMN. 

Originating call: CUG checks done in the originating MSC/VLR are performed. 

Information being analysed e.g., O-CSI is analysed. 
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Exit events: 

- Originating CSI is analysed. 

An exception condition is encountered. For this PIC, if the call encounters one of these exceptions during the 
PIC processing, the exception event is not visible because there is no corresponding DP. Example exception 
condition: Calling party abandons call. 

7.2.1.1.2 Analyse, Routing & Alerting 

Entry events: 

- Originating CSI is analysed. (DP2 - Collected Info). 

Busy event. Route Select Failure event event or No Answer event is reported from Analyse Routing and Alerting 
PIC. 

Disconnect event is reported from 0_Active PIC. 

Functions: 

Information being analysed and/or translated according to dialling plan to determine routeing address. 

Routeing address being interpreted. 

Originating call: Outgoing barring services and ODB categories not already applied are checked and invoked if 
necessary. 

Call is being processed by the terminating half BCSM. Continued processing of call setup (e.g., ringing) is 
taking place. Waiting for indication from terminating half BCSM that the call has been answered by terminating 
party. 

Exit events: 

Indication from the terminating half BCSM that the call is accepted and answered by terminating party. (DP7 - 
0_Answer) 

An exception condition is encountered - this leads to the 0_Exception PIC. 

Calling party abandons the call- this leads to the 0_Abandon DP. 

A busy indication is received from the terminating party - this leads to the 0_Busy DP. 

A not reachable indication is received from the terminating party - this leads to the 0_Busy DP. 

Attempt to select the route for the call fails - this leads to the Route_Select_Failure DP. 

If the no reply timer expires and DP 0_No_Answer is armed - this leads to the 0_No_Answer DP. 

7.2.1.1.3 0_Active 

Entry events: 

Indication from the terminating half BCSM that the call is accepted and answered by the terminating party. (DP7 
- 0_Answer) 

Functions: 

- Connection established between originating party and terminating party. Call supervision is provided. 

- Call release is awaited. 
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Exit events: 

A disconnection indication is received from the originating party, or received from the terminating party via the 
terminating half BCSM. (DP9 - ©.Disconnect) 

An exception condition is encountered. 

7.2.1.1.4 0_Exception 

Entry events: 

An exception condition is encountered. In addition to specific examples listed above, exception events include 
any type of failure, which means that the normal exit events for a PIC can not be met. 

Functions: 

Default handling of the exception condition is being provided. This includes general actions necessary to ensure 
that no resources remain inappropriately allocated such as: 

If any relationship exists between the gsmSSF and the gsmSCF send an error information flow closing the 
relationships and indicating that any outstanding call handling instructions will not run to completion 

- The (G)MSC/gsmSSF should make use of vendor-specific procedures to ensure release of resources within 
the (G)MSC/gsmSSF, so that line, trunk and other resources are made available for new calls. 

Exit events: 

Default handling of the exception condition by gsmSSF/(G)MSC completed. 

7.3 Terminating Basic Call State IVIodel (T-BCSIVI) 
7.3.1 Description of T-BCSIVI 

The T-BCSM is used to describe the actions in a GMSC during terminating calls. 

When encountering a DP the T-BCSM processing is suspended at the DP and the GMSC indicates this to the gsmSSF 
which determines what action, if any, shall be taken in case the DP is armed. 
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Figure 4: T-BCSIVI in the GIVISC 

In the following table the different DPs (in the T-BCSM) are described. 

Table 2: Description of T-BCSIUI DPs in the GIVISC 



CAMEL Detection Point: 


DP Type 


Description: 


DP12 

Terminating Attempt Autliorised 


TDP-R 


Indication that the T-CSI is analysed. 


DP13T_Busy 


EDP-N, EDP-R 


Indication that: 

- a busy indication is received from the 
destination exchange, 

- Not reachable or call establishment failure event 
is determined from the HLR response or upon a 
cause IE in the ISUP release message. 


DP 14T_No_Answer 


EDP-N, EDP-R 


Indication that an application timer associated 
with the T No Answer DP expires 


DP15T_Answer 


EDP-N, EDP-R 


Call is accepted and answered by terminating 
party 


DP17T_Disconnect 


EDP-N, EDP-R 


A disconnect indication is received from the 
terminating party or from the originating party. 


DP 18T_Abandon 


EDP-N 


A disconnect indication is received from the 
originating party during the call establishment 
procedure 



NOTE: The DPs 12, 13, 14, 15, 17, 18 are defined in ITU-T Q.1214 ([6]). 



7.3.1.1 



Description of the call model (PICs) 



This subclause describes the call model for terminating calls in the GMSC. For each PIC a description can be found of 
the entry events, functions, information available and exit events. 

It should be noted that although the names used for PICs match those used in ITU-T Q.1214 [6] the specific 
descriptions differ. 
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7.3.1.1.1 T_Null 

Entry events: 

Disconnection and clearing of a previous call (DP 17) or default handling of exceptions by gsmSSF/GMSC 
completed. 

Abandon event is reported from Terminating Call Handling PIC ; 

Exception event is reported. 

Functions: 

Interface is idled. 

ISUPJAM is received, the appropriate information is analysed. 

Send_Routeing_Info information flow is sent to HLR. 

The supplementary services "barring of all incoming calls" and "barring of incoming calls when roaming" are 
checked and invoked if necessary. 

The ODB categories "barring of all incoming calls" and "barring of incoming calls when roaming" are checked 
and ODB is invoked if necessary. 

The supplementary service "CUG" is checked and invoked if necessary. 

T-CSI is received and analysed. 

Exit events: 

Response is received from HLR and terminating CSI (if available) is analysed. 

An exception condition is encountered. For this PIC, if the call encounters one of these exceptions during the 
PIC processing, the exception event is not visible because there is no corresponding DP. 

Example exception condition is: 

- Calhng party abandons call. 

7.3.1.1.2 Terminating Call Handling 

Entry events: 

Response is received from HLR and terminating CSI (if available) is analysed. (DP 12 
Terminating_Attempt_Authorised), 

Busy event or No Answer event is reported from Terminating Call Handling PIC, 

Disconnect event is reported from T_Active PIC. 

The terminating party is not reachable. 

NOTE: The HLR may use MAP signalling to indicate to the GMSC before the call is extended to the destination 
VMSC that the terminating party is not reachable, or the destination VMSC may use telephony signalling 
to indicate to the GMSC after the call has been extended to the destination VMSC that the terminating 
party is not reachable. 

Functions: 

The response from HLR is analysed. 

Routeing address and call type being interpreted. The next route is being selected. 

The terminating party is being alerted. Waiting for the call to be answered by terminating party. 

The GSM supplementary service call forwarding is invoked if necessary. 
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Exit events: 

Call is accepted and answered by terminating party. 

An exception condition is encountered - this leads to the T_Exception PIC. Example exception conditions: the 
call setup to the MSC/GMSC was not successful. 

Calling party abandons the call - this leads to the T_Abandon DP. 

A busy indication is received from the destination exchange - this leads to the T_Busy DP. 

Not reachable event detected or failure of attempt to select the route for the terminating leg - this leads to the 
T_Busy DP. 

If no reply timer expires and DP T_No_Answer is armed - this leads to the T_No_Answer DP. 

7.3.1.1.3 T_Active 

Entry events: 

Indication that the call is accepted and answered by the terminating party. (DP 15 - T_Answer) 
Functions: 

Connection established between originating party and terminating party. Call supervision is being provided. 

Call release is awaited. 

Exit events: 

A disconnection indication is received from the terminating party, or received from the originating party via the 
originating half BCSM. (DP17 - T_Disconnect) 

An exception condition is encountered. In addition to specific examples listed above, exception events include 
any type of failure that means that the normal exit events for a PIC can not be met. 

7.3.1.1.4 T_Exception 

Entry events: 

- An exception condition is encountered. In addition to specific examples listed above, exception events include 
any type of failure, which means that the normal exit events for PIC cannot be met. 



Functions: 



Default handling of the exception condition is being provided. This includes general actions necessary to ensure 
that no resources remain inappropriately allocated such as: 

If any relationship exists between the gsmSSF and the gsmSCF send an error information flow closing the 
relationships and indicating that any outstanding call handling instructions will not run to completion 

The GMSC/gsmSSF should make use of vendor-specific procedures to ensure release of resources within the 
GMSC/gsmSSF, so that line, trunk and other resources are made available for new calls. 



Exit events: 
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Default handling of the exception condition by gsmSSF/GMSC completed. 



7.4 Rules for Implicit Disarming of Detection Points 

The following tables give the rules for implicit disarming of event detection points. 

The table entry 'X' means that if one DP occurs (independently of arming and reporting to the gsmSCF) the marked one 
is implicitly disarmed. 

It shall be possible to rearm explicitly an implicitly disarmed DP, e.g. for follow on call. 

Table 3: Implicit disarmed DPs in the 0-BCSM 



Encountered DP 


Implicit disarmed DPs 


DP4 


DPS 


DP 6 


DP 7 


DP 9 
legl 


DP 9 

leg 2 


DP 10 


DP4 Route Select Failure 


X 


X 


X 


X 




X 




DP5 Busy 


X 


X 


X 


X 




X 




DP6 No Answer 


X 


X 


X 


X 




X 




DP7 Answer 


X 


X 


X 


X 






X 


DP9 Disconnect leg 1 










X 




X 


DP9 Disconnect leg 2 


X 


X 


X 


X 




X 




DP10O Abandon 










X 




X 


Tab 


lie 4: ImpI 


icit disarn 


led DPS in the T-BCSM 






Encountered DP 


Implicit disarmed DPs 




DP 13 


DP 14 


DP 15 


DP 17 
legl 


DP 17 
leg 2 


DP 18 




DP13T Busy 


X 


X 


X 




X 






DPI 41 No Answer 


X 


X 


X 




X 






DP 151 Answer 


X 


X 


X 






X 




DP 171 Disconnect leg 1 








X 




X 




DP 171 Disconnect leg 2 


X 


X 


X 




X 






DPI 81 Abandon 








X 




X 





7.5 BCSM Modelling of Call Scenarios 

This subclause describes how the BCSMs defined above are used to model GSM call scenarios. For each scenario the 
used and unused BCSMs involved in the call are shown. 

In some cases these models may have an allocation to physical nodes different from that shown. However, the physical 
separation of the logic functions shown shall not impact the modelling. This subclause describes the call scenarios 
without optimal routeing. If optimal routeing is invoked the physical configurations may be different from those shown, 
but the modelling is not changed. 

CAMEL may be applied simultaneously and independently for each GSM subscriber involved in a call. This is not 
shown in these scenarios. 

Subscribers other than those being served by CAMEL may be either PSTN subscribers, other GSM subscribers or any 
other addressable subscriber. 



7.5.1 



IVIobile Originated Call 



The O-BCSM for the call from A to B (labelled "O(A-B)") is invoked if the A-party has an active O-CSI. A control 
relationship with gsmSCF (1) will be created. 
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o 
o 



A-Party 




Figure 5: BCSIVI Scenario for IVIobile Originated Call 

7.5.2 Mobile Terminated Call 

The T-BCSM for the call from A to B (labelled "T(A-B)") is invoked if the B-party has an active T-CSI. A control 
relationship with gsmSCF (1) will be created. 



CAMEL relationship 




A-Party 




B-Party 



Figure 6: BCSM Scenario for Mobile Terminated Calls 



7.5.3 Call Forwarding at the GMSC 



The T-BCSM for the call from A to B (labelled "T(A-B)") is invoked if the B-party has an active T-CSI. A control 
relationship with gsmSCF (1) will be created. 

A new call leg to a "C" party is created if: 

a GSM call forwarding supplementary service forwards the call to C. In this case O-BCSM O(B-C) is always 
invoked for the forwarding party if an O-CSI has been received by the GMSC from the HLR; or 

a CAMEL service in a control relationship with T(A-B) performs a CAMEL-based call forwarding by using a 
Connect information flow containing the forwarding information. In this case O-BCSM O(B-C) is only invoked 
for the forwarding party if an O-CSI has been received by the GMSC from the HLR and " O-CSI Applicable" 
flag is contained in the Connect information flow. 
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A control relationship with gsmSCF (2) will be created. 

The relationships with gsmSCF (1) and gsmSCF(2) may exist simultaneously. The two relationships are treated 
independently at the GMSC. The BCSM T(A-B) and BCSM O(B-C) are linked by an internal interface which is 
assumed to behave in a similar way to an ISUP interface. 

The nodes gsmSCF (1) and gsmSCF (2) may be the same or different physical entities. 




CAMEL relationship (1) 



Internal "ISUP- 
like" interface 




C-Party 



CAMEL relationship (2) 




o 
o 



B-Party 

"surrogate" 



Figure 7: BCSIUI Scenario for Call Forwarding at the GMSC 



7.5.4 Call Forwarding at the MSC 



The T-BCSM for the call from A to B (labelled "T(A-B)") is invoked if the B-party has an active T-CSI. A control 
relationship with gsmSCF (1) will be created. Following processing at the GMSC the call will be extended to the MSC 
serving the B-party. This MSC may be physically integrated with the GMSC, but it is shown as being separate in the 
diagram below. 

If a GSM call forwarding supplementary service acting at the MSC forwards the call to C, a new call leg to C is 
established. If the B-party has an active O-CSI, the BCSM O(B-C) is invoked. A control relationship with gsmSCF (2) 
will be created. 

The relationships with gsmSCF (1) and gsmSCF(2) may exist simultaneously. 

The nodes gsmSCF (1) and gsmSCF (2) may be the same or different physical entities. 
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A-Party 



B-Party 

Surrogate" 



Figure 8: BCSIVI Scenario for Call Forwarding at the MSC 



8 



Procedures for CAMEL 



The SDLs in this specification illustrate how CAMEL modifies the normal call handling. They do not attempt to show 
all the details of call handling in nodes that support CAMEL. Relevant parts of 3GPP TS 03.18 [3] apply in addition to 
these SDLs. For example, some inputs leading to unsuccessful call attempts are not shown on these diagrams - 
corresponding clauses in 3GPP TS 03.18 [3] apply. 

Note that in some SDL processes and procedures the Release message may be sent on both an access interface and an 
inter-switch interface. If the message is sent on a UNI, its effect is the same as a Release transaction message. 

The text in this clause is a supplement to the definition in the SDL diagrams ; it does not duplicate the information in 
the SDL diagrams. 

In the following SDLs, the term SRF is used for gsmSRF. 
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8.1 Overall SDL architecture 

The following diagram shows the overall architecture for the SDL diagrams. 
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interface 
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A interf'ace 



gsmSCF 



CAP interface 
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Internal interface 



::.:;. OCH_MSC 



ISUP interface 



Destination 
exchange 



Figure 9a: Outgoing case (gsmSSF relay) 
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A interface 
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CAP interface 
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Internal interface 



OCH MSC 



ISUP interface 



Destination 
exchange 



Figure 9b: Outgoing case (direct path gsmSCF to gsmSRF or assist with relay) 
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gsmSCF 



CAP interface 
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interface 
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Figure 9c: Terminating case (gsmSSF relay) 
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Figure 9d: Terminating case (direct path gsmSCF to gsmSRF or assist with relay) 
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gsmSCF 



CAP interface 



gsmSRF 



Initiating 
MSC 



CAP relay 
interface 



Intemaitnterface 



ISUP interface 



Assisting_gsmSSF 



Internal interface 



'.■.-.v. Assisting_MSC 



Figure 9e: Assisting case 

8.2 Handling of mobile originated calls 

8.2.1 Handling of mobile originated calls in the originating MSC 

The functional behaviour of the originating VMSC is specified in 3GPP TS 03.18 [3]. The procedures specific to 
CAMEL are specified in this subclause : 

- Procedure CAMEL_OCH_MSC_INIT, 

- Procedure CAMEL_OCH_]VlSC_ANSWER, 

- Procedure CAMEL_OCH_MSCl, 

- Procedure CAMEL_OCH_MSC2, 

- Procedure CAMEL_OCH_MSC_DISCl, 

- Procedure CAMEL_OCH_MSC_DISC2, 

- Procedure CAMEL_OCH_MSC_DISC4, 

- Procedure CAMEL_OCH_ETC, 

- Procedure CAMEL_OCH_CTR, 

- Procedure CAMEL_Start_TNRy, 

- Procedure CAMEL_Stop_TNRy. 

The procedure Send_Access_Connect_If_Required is specified in 3GPP TS 03.18 [3]. 

The following paragraphs gives details on the behaviour of the MSC in the procedure CAMEL_OCH_MSC_INIT. 
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8.2.1 .1 Actions of the MSC on receipt of lnt_Error 

The MSC checks the default Call Handling parameter in O-CSI. 

If the default call handling is release call, a Release is sent to the MS and an Abort to the VLR. The MSC then releases 
all call resources and the procedure CAMEL_OCH_MSC_INIT ends. 

If the default call handling is continue call, the MSC continues processing without CAMEL support. It sends 
Send_Info_For_Ougoing_Call to the VLR and waits in state Wait_For_MO_Call_Result. 

8.2.1 .2 Actions of the IVISC on receipt of lnt_Continue 

The MSC continues processing without any modification of call parameters. It sends Send_Info_For_Ougoing_Call to 
the VLR and waits in state Wait_For_MO_Call_Result. 

8.2.1 .3 Actions of the IVISC on receipt of lnt_Connect 

The MSC continues processing with modified call parameters. The MSC shall transparently modify the call parameters 
with the received information. The MSC then sends a PROGRESS message to the MS. Call parameters which are not 
included in the Int_Connect message are unchanged. 

Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original 
Called Party Number and Redirecting Party ID to be ignored or modified. 

The network signalling system shall indicate that this is an internal network number. 

The MSC sets the O-CSI suppression parameter, sends a Send Info For Outgoing Call to the VLR and waits in state 
Wait_For_MO_Call_Result. 

8.2.1 .4 Actions of the MSC on receipt of lnt_Release_Call 

A Release is sent to the MS, an abort to the VLR and a Release is sent to the destination exchange. The release cause 
received in the Int_Release_Call is used. The MSC then releases all call resources and the procedure 
CAMEL_OCH_MSC_INIT ends. 

8.2.1 .5 Action of the MSC in procedure CAMEL_OCH_ETC 

In procedure CAMEL_OCH_ETC (sheet 2) the MSC will remain in the Wait_For_Assisting_Answer state until it 
receives an ISUP Answer Message (ANM) or timeout occurs. This is to ensure that a call record is always generated for 
every successful establishment of a temporary connection to a gsmSRF, especially in the case where the connection is 
between PLMNs. 

NOTE: This means that it may not be possible to access an SRF which does not generate an ISUP Answer 

Message (ANM). 

If a Progress message is sent towards the MS the progress indicator shall indicate "In Band Information". 
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Figure 10a: Procedure CAMEL_OCH_MSC_INIT (sheet 1) 
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Figure 10b: Procedure CAI\/IEL_OCH_IVISC_INIT (sheet 2) 
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Procedure CAMEL OCH MSC INIT 
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Figure 10c: Procedure CAI\/IEL_OCH_IVISC_INIT (sheet 3) 
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Procedure CAMEL OCH MSC INIT 
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Figure lOd: Procedure CAIVIEL_OCH_IVISC_INIT (sheet 4) 
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Figure 11a: Procedure CAI\flEL_OCH_l\flSC_ANSWER (sheet 1) 
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Figure 12a: Procedure CAMEL_0CH_MSC1 (sheet 1) 
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Figure 12b: Procedure CAMEL_0CH_MSC1 (sheet 2) 
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Figure 12c: Procedure CAI\flEL_0CH_l\flSC1 (sheet 3) 
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Figure 13a: Procedure CAMEL_0CH_MSC2 (sheet 1) 
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Figure 13b: Procedure CAMEL_0CH_MSC2 (sheet 2) 
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Figure 13c: Procedure CAI\flEL_0CH_l\flSC2 (sheet 3) 
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Figure 14a: Procedure CAIVIEL_0CH_l\flSC_DISC1 (sheet 1) 
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Figure 15a: Procedure CAI\flEL_0CH_l\flSC_DISC2 (sheet 1) 
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Figure 15b: Procedure CAI\flEL_0CH_l\flSC_DISC2 (sheet 2) 
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Figure 16a: Procedure CAI\flEL_0CH_IVISC_DISC4 (sheet 1) 
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Figure 17a: Procedure CAMEL_OCH_ETC (sheet 1) 
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Figure 17b: Procedure CAI\flEL_OCH_ETC (sheet 2) 
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Figure 17c: Procedure CAMEL_OCH_ETC (sheet 3) 
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Figure 18a: Procedure CAI\flEL_OCH_CTR (sheet 1) 
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Figure 18b: Procedure CAI\flEL_OCH_CTR (sheet 2) 
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Figure 18c: Procedure CAMEL_OCH_CTR (sheet 3) 
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Figure 18d: Procedure CAMEL_OCH_CTR (sheet 4) 
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Figure 19a: Procedure CAIUIEL_Start_TNRy (sheet 1) 
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Procedure CAMEL_Stop_TN Ry 
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Figure 20a: Procedure CAI\flEL_Stop_TNRy (sheet 1) 
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8.2.2 Handling of mobile originating calls in the originating VLR 

The functional behaviour of the originating VLR is specified in 3GPP TS 03.18 [3]. The procedure specific to CAMEL 
are specified in this subclause : 

- Procedure CAMEL_OCH_VLR; 

- Process CAMEL_Reconnected_Call_VLR. 
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Figure 21a: Procedure CAI\flEL_OCH_VLR (sheet 1) 
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Figure 22a: Process CAMEL_Reconnected_Call_VLR (sheet 1) 



£75/ 



3GPP TS 03.78 version 7.6.1 Release 1998 63 ETSI TS 101 441 V7.6.1 (2001-06) 

8.3 Retrieval of routeing information 

8.3.1 Retrieval of routeing information in the GMSC 

The functional behaviour of the GMSC is specified in 3GPP TS 03.18 [3]. The procedures specific to CAMEL are 
specified in this subclause: 

- Procedure CAMEL_Set_ORA_Parameters 

- Procedure CAMEL_MT_GMSC_INIT 

- Procedure CAMEL_MT_GMSC_ANSWER 

- Procedure CAMEL_MT_GMSC_DISC1 

- Procedure CAMEL_MT_GMSC_DISC2 

- Procedure CAMEL_MT_GMSC_D1SC4, 

- Procedure CAMEL_MT_GMSC_DISC5, 

- Procedure CAMEL_MT_GMSC_DISC6 

- Procedure CAMEL_MT_CTR, 

- Procedure CAMEL_MT_ETC 

- Procedure CAMEL_Start_TNRy, 

- Procedure CAMEL_Stop_TNRy. 

- Procedure CAMEL_MT_GMSC_Notify_CF. 

The procedure Send_ACM_If_Required is specified in 3GPP TS 03.18 [3]. 

The following paragraphs gives details on the behaviour of the GMSC in the procedure CAMEL_MT_GMSC_INIT. 

8.3.1 .1 Action of the GMSC on receipt of lnt_Release_Call 

An ISUP_Release is sent to the originating exchange and resources are released. 

8.3.1 .2 Action of the GMSC on receipt of lnt_Error 

The GMSC checks in T-CSI the default Call Handling parameter. 

If the default call handling is release call, an ISUP_Release is sent to the originating exchange. The MSC then releases 
all call resources and the procedure CAMEL_MT_GMSC_INIT returns result=fail. 

If the default call handling is continue call, the MSC continue call handling without CAMEL support. 

8.3.1 .3 Action of the GMSC on receipt of lnt_Continue 

If a FTN has been stored the information received from HLR is used to overwrite corresponding call parameters. Note 
that the MSISDN is replaced by the FTN as the Called party number. The redirection counter is incremented. 

If no FTN has been stored, a Send Routeing Info message including a T-CSI suppression parameter is sent to the HLR. 
The Send Routing Info includes an indication which phase of CAMEL is supported by the GMSC/gsmSSF. 
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8.3.1 .4 Action of the GMSC on receipt of lnt_Connect 

If the Destination Number received from the gsmSCF (via the gsmSSF) is the same as the ISUP Called party number, 
i.e. the MSISDN, the following parameters, if received, are used to overwrite the corresponding ISUP parameters (for 
mapping see 3GPP TS 09.78 [5]): Calling Partys Category and Generic Number. If received, the Announcement 
Suppression Indicator is stored. The further processing is described in subclause 8.3.1.3 with the addition that the 
Announcement Suppression indicator, if stored, is sent to the HLR in the Send_Routeing_Info message. 

If: 

the Destination Number received from the gsmSCF (via the gsmSSF) is not the same as the stored ISUP Called 
party number, i.e. the MSISDN; and 

a CUG active indication was received from the HLR ; and 

CUG information was received in the ISUP_IAM for the incoming call, 

then an exception event is reported to the process gsmSSF, an ISUP_Release is sent to the originating exchange and all 
resources are released. 

Otherwise the following parameters, if received, are used to overwrite the corresponding ISUP parameters (for mapping 
see 3GPP TS 09.78 [5]): Destination Number, Calling Partys Category, Generic Number, Original Called Party ID, 
Redirecting Party ID and Redirection Information. Call parameters that are not included in the Int_Connect message are 
unchanged. 

As a network operator option loop prevention mechanisms may cause the redirection information to be ignored or 
modified (e.g., if the Redirection counter has been decreased). 

Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original 
Called Party Number and Redirecting Party ID to be ignored or modified. 

The network signalling system shall indicate that this is an internal network number. 

8.3.1 .5 Action of the GMSC on receipt of Send_Routeing_lnfo Negative Response 
(at state Wait_For_Routeing_lnfo_2) 

An exception event is reported to the process gsmSSF. If the Announcement Suppression indicator has been received 
from the gsmSCF (via the gsmSSF) any announcements or tones shall be suppressed. 

8.3.1 .6 Action of the GIVISG on receipt of Send_Routeing_lnfo ack with MSRN (at 
state Wait_For_Routeing_lnfo_2) 

An ISUPJAM with the MSRN as Called party number is constructed. 

8.3.1 .7 Action of the GMSC on receipt of Send_Routeing_lnfo ack with FTN (at state 
Wait_For_Routeing_lnfo_2) 

The information received from HLR is used to overwrite corresponding call parameters (for details see 3GPP TS 
03.18 [3]). The redirection counter is incremented. 

8.3.1 .8 Action of the GMSC on receipt of Send_Routeing_lnfo ack with 0-CSI and 
FTN (at state Wait_For_Routeing_lnfo_2) 

The information received from the HLR is used to overwrite corresponding call parameters. The redirection counter is 
incremented. The Called Party Number is set to FTN. 
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8.3.1 .9 Action of the GMSC in procedure CAMEL_MT_ETC 

In procedure CAMEL_MT_ETC (sheet 2) the GMSC will remain in the Wait_For_Assiting_Answer state until it 
receives an ISUP Answer Message (ANM) or timeout occurs. This is to ensure that a call record is always generated for 
every successful establishment of a temporary connection to a gsmSRF, especially in the case where the connection is 
between PLMNs. 

NOTE: This means that it may not be possible to access an SRF which does not generate an ISUP Answer 

Message (ANM). 

If a Progress message is sent towards the MS the progress indicator shall indicate "In Band Information". 

8.3.1 .10 Action of the GMSC in procedure GAMEL_MT_GMSG_Notify_GF 

The Forwarding reason is taken from the Send Routeing Info ack (for early call forwarding) or the Resume Call 
Handling (for Optimal Routeing of Late Call Forwarding). 

The Int_DP_T_No_Answer and Int_DP_T_Busy messages include a parameter to indicate that the call has encountered 
conditional call forwarding. The gsmSSF will transfer this parameter to the CAP_Event_Report_BCSM message which 
it sends to the gsmSCF. 

Note: The GMSC may receive a CF Conditional in the first Send Routeing Information ack. This CF may lead 
to a notification to the gsmSCF, depending on the presence of T-CSI in this first Send Routeing 
Information ack and on the dynamic arming of the T-Busy EDP by the gsmSCF. 

Some GMSCs may not send the notification to the gsmSCF in above described scenario. In this case, the 
procedure continues the call processing. 

As the rationale of the Notification of Call Forwarding principle is to inform the gsmSCF of notification 
after the second Send Routeing Information ack, the behaviour of these GMSC is not erroneous. 



ETSI 



3GPP TS 03.78 version 7.6.1 Release 1998 



66 



ETSI TS 101 441 V7.6.1 (2001-06) 



Procedure CA MEL_Set_ORA_P a ra meters 

^Procedure in the GMSC ] , 

■to set CAM EL parameters for 

the procedure Obtain_Routeing_Addres s 



1(1) 




Figure 23a: Procedure CAI\flEL_Set_ORA_Parameters (sheet 1) 
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Figure 24a: Procedure CAIVIEL_l\flT_GI\flSC_INIT (sheet 1) 
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Figure 24b: Procedure CAMEL_MT_GMSC_INIT (sheet 2) 
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Figure 24c: Procedure CAIVIEL_l\flT_GI\/ISC_INIT (sheet 3) 
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Figure 24d: Procedure CAIVIEL_IVIT_GIVISC_INIT (sheet 4) 
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Figure 24e: Procedure CAIVIEL_l\flT_GI\flSC_INIT (sheet 5) 
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Procedure CAMEL MT GMSC INIT 



Process in the GMSC 

to perlorm CAMEL handling "■ 

for a terminating call request ' 



Wait_For_ 

Routeing_ 

lnfo_2 



Send Routeing / 

Info / - - -From HLR 

Negatr^^e Response 




lnt_DP_T_Busy 



lnt_DP_ 

|T_Abandon 




6(8) 



Signals lo/fromthe rig ht are to/from 

the gsmSSF; 

if not otherwise stated. 



lnt_Release_Sal 



Result:- 
Fail 




Figure 24f: Procedure CAI\flEL_l\flT_GIVISC_INIT (sheet 6) 



£75/ 



3GPP TS 03.78 version 7.6.1 Release 1998 



73 



ETSI TS 101 441 V7.6.1 (2001-06) 



Procedure CAMEL MT GMSC INIT 



Process in the GMSC 

to perform CAMEL handling 

for a terminating call requestl 




7(8) 



Signals to/from the left are to/from:\ 

the orginating exchange; 

signals to/from the right are to/from 

the gsmSSF; 

if not otherwise stated. 









1 Wait_For_ 
Routeing 
y Jnfo_2 


/ 




















1 












Send Routeing/ 




From HLR 


Send Route 
Info Ack 
/• FTN, 0-C 


ny" 




From HLR 


Send Ro 
Info Ack 
/• MSRN 


uteino/ 




From HLR 


/* FTN 7 


\ 




Sl\ 




•/ \ 




























/ 




Store 0-CSI 




















\ 










Set redirection 
information 






















Result:= 
FTN 










Result:= 
MSRN 




^ 


Result:= 
GSM_FTN 






W 




















Figure 24g: Procedure CAIVIEL_l\flT_GI\flSC_INIT (sheet 7) 
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Procedure CAMEL MT GMSC INH" 



, Process in the GMSC 

to perform CAMEL handirg "■ 

for a terminating call re quest ' 



lnt_DP_T_Abandon 




Signals to/from the left are to/from 


j\ 


the orginating exchange; 


signals to/from the right are toyfrorr 




the gsmSSF; 




ifnot otherwise stated. 





8(8) 








Figure 24h: Procedure CAMEL_MT_GMSC_INIT (sheet 8) 
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Procedure CAMEL_MT_GMSC_ANSWER 



1(1) 



.Process in the O^SC, > 
,toh£ndea "■ 

^terminating callreqjest ' 





Answer Received :-- 
True 



-to gsmSSF 



Signals to/from the left are to/trom 
the crignatingexchsn^; 
signals b/from the right a^e to/trom 
the terminding exchange if rot 
otherwise stated. 



DPTAnswer 



-from gsmSSF 




from gsmSSF 




CAMEL_MT_ 
GMSC_DISC1 





CAM EL_MT_ 
GMSC_DISC2 




Answer Received ; 
False 



Result:- 
reconnect 




Figure 25a: Procedure CAI\flEL_IVIT_GIVISC_ANSWER (sheet 1) 
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Procedure CAMEL_MT_GMSC_DISC1 



Process in Ihe G MSC , 
'to handle a 

termin at in g c all req ues 



Result:= 
maLhandling 



Resull: = 
CAMEL_Handling 



To d est! n alio n 
'or WT_CF_WSC 




1(1) 



Signals to/from 

the right are lo/from ttie gsmSS 
Inolotherwise staled. 




From destinatbi 
Jexchangeor pre 
'MT_CF_MSC 



lnt_DP_ 
T_Disconnecl 
r legid= 2 •/ 



In t_ Re leasee a 



Figure 26a: Procedure CAMEL_MT_GMSC_DISC1 (sheet 1) 
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Procedure CA MEL_MT_GMSC_DISC2 



, Process in the GMSC, . 
to h an d e a "■ 

terminating cal I request ' 



Result:^ 
normal_handlii 





Answer Received :■ 
False 



Modify call 

parameters with 

received information 




Results 
CAMEL handling 




lnt_DP_ 
T_Disconnect 
/■leg Id =2 '/ 



T_Disconnect_2 



it_Release_Cal<f 



Results 
CAMEL_handlii 





Signals to'frcm 


K 


the left are to/from the 




originating exchange; 




signals b/from 




the right are to /from the 


3smSSFIf 


nd otherwise stsed. 





lnt_DP_ 
T_D is connect 
/* legld = 1 '/ 



T_Dlsconnect I 



1(2) 



lnt_ReleaseCall/' 



Figure 27a: Procedure CAMEL_MT_GMSC_DISC2 (sheet 1) 
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Procedure CAMEL_MT_GMSC_DISC2 



, Process in the GMSCp ^ 
to handle a "■ 

terminating call request 




DP_T_Disconnect_2 




Signals to/from \ 
the right are to/from i 
gsmSSF. 



2(2) 



Figure 27b: Procedure CAMEL_MT_GMSC_DISC2 (sheet 2) 
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Procedure CAMEL MT GMSC DISC4 



1(3) 



Procedure in the GMSC , 
to tiandle a 
terminating call request 



Modity call 

parameters witti 

tleceived intormatioth 




Result:- 
reconnect 





Signals to/trom the left are to/from K 
the orginating exchange; 
signals to/from the right are to/trom 
the gsmSSF. 



R es u It :- 
tail 




Figure 28a: Procedure CAI\flEL_l\flT_GI\flSC_DISC4 (sheet 1) 
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Procedure CAMEL MT GMSC DISC4 



Procedure in the GMSC , 
to tiandle a 
terminating call request 



DP_T_Busy 



lnt_Establish_ 
Temporary_ < 
Connection 



lnt_Connect_X( 
Resource 



OAMEL_MT_ETC 



CAMEL_MT_CTF 





2(3) 



Signals to/lrom the right are to/from I 
the gsmSSF it not otherwise stated. 



Figure 28b: Procedure CAI\flEL_l\flT_GIVISC_DISC4 (sheet 2) 
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R-ocedure CAMEL MT GMSC DISC4 



,P race dure 


ntheGM 


SQ 


to handea 








terminating 


call 


reqj 


est 



lnt_DP_T_Abandcn 




3(3) 



Signals to/from tlie left are to/from K 
the orginating exchange; — 

signals b/from the right are toyfrom 
thegsmSSF. 



Figure 28c: Procedure CAI\flEL_l\flT_GI\flSC_DISC4 (sheet 3) 
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Procedure CAMEL_MT_GMSC_DISC5 



Process in theGMSp > 
to handle a 



1(3) 



terminating call request 



ResLilt:^ 
continue 





Modify call 

parameters with 

received Information 



Re suit: = 
reconnect 




'To process 
"iMT_CF_MSC 



Result:^ 
release 




Signals to/from the right areto/from| 

the gsmSSF; 

If not otherwise stated. 



I DP_T_No_Answer 



nt_Contlnue / lnt_Error 



nt_T_Exception 



Results 
release 



Results 
release 



'To process 
^MT_CF_MSC 



lnt_Release_Ca|1 



Figure 29a: Procedure CAI\flEL_l\flT_GI\flSC_DISC5 (sheet 1) 
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Procedure CAMEL MT GMSC DISCS 



Process in the GMSO 
Ito handle a I 

Iterminating call request ' 



DP_T_No_Answer I 



I " " 




















lnt_Establish_ / 
Temporary^ < 
Connection ^> 


1 nt_Connect_To / 
Resource \ 








CAMEL_MT_ETC 




CAMEL_MT_CTR 




DP_T_No_Answer | 



Result:^ 
release 




2(3) 



Signals to/from the right are to/troi 
the gsmSSF if not otherwise stated. 



h. 



Figure 29b: Procedure CAI\flEL_l\flT_GI\flSC_DISC5 (sheet 2) 
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R-ocedure CAMEL MT GMSC DISCS 



, Process in the GMSC, 
to h an d e a 
terminating call re qj est 



DP_T_No_Answer 



lnt_D P_T_Al:Hrricn 




3(3) 



Signals to/from the left are to/from \ 
the orginating exchange; ' — 

signals to/from the right are tolrom 
the ^mSSF; 
ifnol otherwise staed. 



Figure 29c: Procedure CAMEL_MT_GMSC_DISC5 (sheet 3) 
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Procedure CAMEL MT GMSC DISC6 



.Process in the GMSC, , 
.to handle a " 

terminating call request 



No 



Result:= 
continue 





Yes 



lnt_DP_T_Afciandon 



Result: = 
fail 




i(i: 



Signals to/from the right are to/fro mK 

the gsmSSF; 

if not otherwise stated. 



Figure 30a: Procedure CAI\flEL_IVIT_GIVISC_DISC6 (sheet 1) 
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Procedure CAMEL_MT_ETC 



, Procedure in the GM SC ^ 
to handle a lem porary 




Initial 
Addrt 



Sencl_ACM_ 
ll_Requ ired 



Wait_For_ 
Assisting_ACM 









^.^^ Answer ^~-^ 




Tr 


^ 

/ 


"^\ReceivecJ^ 


lnt_DP_T_Discc 
rieglDV 








Vait_For_Disco 
Forward_Conn6 

1 


:z^ 




lnt_Disconnect_ 
Forward_Conne 


/ 

ition 

\ 




1 


> - 




Release 


To process 
-CAM EL_Assisting_ 
WSC or SRF 



To processC AM EL_ 
Assisling_MSC or SRF. 



Procedure delined 
in GSM 03.18 



ht_DP_T_Abandon 



Signals to/Iron' 


the left are to/lrom \ 


the orignating 


exchangg; 


' — i 


signals to/lrom 


the right a 


e 


to/from the gs 


rSSF; 




ifnot otherwis 


3 Staled. 





From destinatio 




To process 
-C AM EL_Assis6ng_ 
'M SC or SRF 




1(3) 



Figure 31a: Procedure CAMEL_MT_ETC (sheet 1) 
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Procedure CAMEL MT ETC 



Procedure in the GMSC, 
to tiandle a temporary 
c onnection 



Procedure def ined' 
in GSM 03.18 



Address 
Com plete 




Wait_For_ 
Assis ting_ACM , 



Send_ACM_ 
ItRequired 



'Procedure detined 
'in GSM 03.18 



Progress 



lnt_Temporary\ 
Connection 
Esta His tied 



Temporary _ 
Connection^ 
Establistied 



2(3) 



Signals to/trom ttie left are to/trom \ 

ttie originationg exctiange; ' 

signals to/from the right are 
to/from t he CAMEL_Assisting_MSC or SRF. 




I Yes 

Send_Network_ 

Connect_lf _ 

Required 



I Procedure def ined 
'in GSM 03.18 



Figure 31b: Procedure CAMEL_MT_ETC (sheet 2) 



£75/ 



3GPP TS 03.78 version 7.6.1 Release 1998 



88 



ETSI TS 101 441 V7.6.1 (2001-06) 



R-ocedure CAMEL MT ETC 



, Procedure inlheGM SQ , 
to handle a tern porary "■ 
connection ' 




ait_For_Disconnect. 
Forward_Connection 



lnt_DP_T_ 
Abarrion 




Tern porary_Co m ecf on_Es & tl ish e 
Wail_For_Assisting_Answer 



ir\ t_T C_ 
Release 




iTo process 
-CAMEL_Assisting_ 
'mSC or SRF 



'From desfnation 
lexchange 



3(3) 



Signals to/from the left are to/from K 
Ithe crinaSngexchar^; ^ 

signals to/from the right are 
to/from the gsmSSF; 
.ifnot otherwise stated. 



lnt_Disconnect_ 

Forward_ 

Connection 



lnt_TC_ 
Released 



Result:^ 

pass 




'To destination 
■exchange 



Figure 31c: Procedure CAMEL_MT_ETC (sheet 3) 
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Procedure CAMEL MT CTR 



'Procedure in the GMSC to handle., 
'a ConnectTo Resource operation 



lnt_SRF_ 

Connection_ 

Failure 



- -from SRF 



nt_CTR_Failed 



Result:- 
continue 




lnt_lnv oke_ 
SRF 



Await_SRF_ 
_lnitialisation 



lnt_SRF_ 
Connected 



Connect SRF to 
the call 




1(4) 



Sig nab to/f rom the lef t are K 

to/f rom the originating exchange; 
signals to/from the right are to/frorr 
the gsmSSF if not otherwise stated. 



'P rocedure defined 
'in GSM 03.18 



Figure 32a: Procedure CAMEL_MT_CTR (sheet 1) 
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Procedure CAMEL MT CTR 



'Procedure in tieGM SC b hande' -, 
la Connect To R esourceoperaticn 



lnt_D isconnecL 
Forward_ ■ 

Connection 



lnt_D isconnecL 
SRF 



Await_SRF_ \ 

DisconnectJon_ | 

Continue ,/ 




lnt_DP_T_ 
D is correct 
/* leglD V 



W ait_For_D isc on necti 
L Forward_Connectioni 



lnt_Disconrect_ 

Fo rwa rd_ C on ne btion 



t_Disconrect_ 
SRF 



Await_SRF_ 
Disconnection_ 
\ Active 



lnt_SRF_ 
R e! eased 



Result > 
Pass 



Signals tQ/from tielettare y 

to/from the originating exctiange; 
s ignals to/lrom tlie right are to/from 
the gsm SSF ifnot otherwise stSed. 



2(4) 




Wait_For_DisconnectA 
i, Forward_C onnectioni 



lnt_Disoonnect_ 
Forward_Connekion 



lnt_Disconnect_ 
SRF 



Await_SRF_ 
Disconnection, 



Figure 32b: Procedure CAI\flEL_l\flT_CTR (sheet 2) 
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Procedure CAMEL MT CTR 



3(4) 



iProcedure in the GMSC to handle^ 
'a ConnectTo Resource operation, 



Sig 


nab 


to/f rom 


the 


right 


ar 


e to/f 


rorn" 


the 


gsmSSF. 










- 


Sig 


nals 


to/from 


the 


eft 


are 


to/from 


the 


external SRF. 











CAP_Piay_ y 
Announcemem 



CAP_Piay_ 
An nouncem eht 



CAP_Prompt_ / 

And_Coliect_<f 

IJser_lnformatib<i 



CAP_Prompt, 


And Coiiect 


User_lnformj 



CAP_Speciaifzed_ 
> Ressource_Report 



CAP_Speciaiiz&d_ 
Ressource_Repo)t 



CAP_Prompt.. 
>And_Coiiect_ 
User_inf ormation 



ack 



CAP_Prompt_\ 
And_Coiiect_ \ 
U s e r_ i n f rm alio n 
ack I 



Figure 32c: Procedure CAIUIEL_l\flT_CTR (sheet 3) 
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Procedure CAMEL MT CTR 



'Procedure in tieGM SC b hands' -, 
la C cnnectTo R esourceope ration 



lnt_D P_T_D isconndet 

/*leglD*/ / 



Wait_For_Disconnect_ 
I, Forward_Connectioi 



lnt_Disconnect_ 
Forward_Connecttpn 



lnt_Disconnect_SRF\ 



Awat_SRF_ 

D is CO m ec ( n 

Active 




Await_SRF_lnitialJsatioh 




























eased 










p 


Res 


ult:- 










pass 









SigijJs 


to'from 


th e i ett a re 


K 


to/from 


theoric 


mating exchange; — i 


signals 


b/1rom 


the right are 


t)-from 


the gsmSSFif 


not ctherwi se 


stated. 



lnt_DP_T_Abandon 



l_For_Disconnectl 



1^ F rwa rd_ C en ne ct bi 



lnt_Disconnect. 
Forward_C onnei 



lnt_Disconnect_SRF\ 



Await_SRF_ 

Disconnection 

Faii 



lnt_SRF_ 
Released 




4(4) 



Figure 32d: Procedure CAI\flEL_l\flT_CTR (sheet 4) 
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Procedure CAMEL_MT_GMSC_Notify_CF 



Procedure in the GMSG 
to notify the gsmSSF that 
a call has encountered 
conditional call forwarding 




Figure 33a: Procedure CAI\flEL_l\/IT_GI\/ISC_Notify_CF (sheet 1) 
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8.3.2 Retrieval of routeing information in tine HLR 

The functional behaviour of the HLR is specified in 3GPP TS 03.18 [3]. The procedures specific to CAMEL are 
specified in this subclause: 

- CAMEL_HLR_INIT, 

- CAMEL_CSI_Check_HLR, 

- CAMEL_0_CSI_CHECK_HLR, 

- CAMEL_T_CSI_CHECK_HLR, 

The procedure CAMEL_Provide_Subscriber_Info is specified in subclause 8.8. 
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Procedure CAMEL_HLR_INIT 



This procedure is called in, 
iSRI_HLR (in GSM 03.18) 






Normal call 

handling according 

to GSM 03.18 



Result:^ 
pass 




Result:^ 
pass 



Network 

specifb 



Network specific 
handling 




1(1) 



The network specific handling 
-shall Include the result of the procedure 
'CAMEL_HLR_INIT (fall, pass) 




Figure 34a: Procedure CAI\/IEL_HLR_INIT (sheet 1) 
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Procedure CAMEL_CSI_Check_HLR 

.This procedure in the iHLp 
■to perform the handling for a 
fo rw a rd e d C AlVI E L ca 1 1 



1(1) 




No 



Result:= 
CSI not active 




Figure 35a: Procedure CAIUIEL_CSI_Check_HLR (sheet 1) 
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Procedure CAMEL O CSI CHECK HLR 



i(i: 



Procedure in the HLR to check 

the 0-CSI and set the 0-CSI ' ^ 

parameter tor SRI ack accordingly. ' 




Figure 36a: Procedure CAI\flEL_0_CSI_CHECK_HLR (sheet 1) 
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Procedure CAMEL T CSI CHECK HLR 



Procedure in the HLR to 

.check the T-CSI and setthe SRI ack" 

■parameter accordingly 



CA 



i(i: 



Yes 




Figure 37a: Procedure CAIVIEL_T_CSI_CHECK_HLR (sheet 1) 
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8.3.3 Handling of provide roaming number request in tine VLR 

The functional behaviour of the VLR is specified in 3GPP TS 03.18 [3]. The procedure specific to CAMEL is specified 
in this subclause: 

- CAMEL SET SOA. 



Procedure CAMEL_SET_SOA 

Procedure in the VLR to set the 
suppression of an nouncement "' 
indicator as required for this caii ' 



1(1) 



Suppression of 
announcem ent 
required:^ false 



Suppression of 
ann ouncement 
req uired:=true 




Figure 38a: Procedure CAI\flEL_SET_SOA (sheet 1) 
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8.4 Handling of mobile terminating calls 

8.4.1 Handling of mobile terminating calls in the terminating VMSC 

The functional behaviour of the terminating VMSC is specified in 3GPP TS 03.18 [3]. The only behaviour specific to 
CAMEL is: 

the inclusion of the O-CSI parameter in the Perform Call Forwarding message sent to the process MT_CF_MSC 
if it was received in the Send Info For Incoming Call ack; 

the requirement to suppress the connection of announcements or tones if the VLR includes the suppression of 
announcements parameter in the Send Info For Incoming Call negative response. 

8.4.2 Handling of mobile terminating calls in the VLR 

The functional behaviour of the terminating VLR is specified in 3GPP TS 03.18 [3]. The only behaviour specific to 
CAMEL is: 

the inclusion of the O-CSI parameter in the Send Info For Incoming Call ack if the call is to be forwarded and O- 
CSI is included in the subscriber data for that subscriber in the VLR; 

the inclusion of the suppression of announcements parameter in the Send Info For Incoming Call negative 
response if it was received in the Provide Roaming Number. 

8.5 Handling of forwarded calls 

The handhng of forwarded calls in the GMSC or the terminating VMSC is specified in 3GPP TS 03.18 [3]. The 
procedures specific to CAMEL are specified in this subclause. 

- Procedure CAMEL_CF_MSC_INIT, 

- Procedure CAMEL_CF_MSC_ANSWER 

- Procedure CAMEL_CF_ETC, 

- Procedure CAMEL_CF_CTR, 

- Procedure CAMEL_Check_ORLCF_VMSC. 

A mobile terminated call can be forwarded either in the GMSC (indicated by provision of Forwarded-To-Number from 
HLR or gsmSCF) or in the MSC (indicated by provisioning of Forwarded-To-Number from VLR). 

8.5.1 Procedure CAMEL_CF_MSCJNIT : handling of lnt_Connect 

The received parameters are used to overwrite the corresponding ISUP parameters (for mapping see 3GPP TS 09.78 [5]. 
Call parameters which are not included in the Int_Connect message are unchanged. 

An a network operator option, loop prevention mechanisms may cause the redirection information to be ignored or 
modified (e.g., if the Redirection counter has been decreased). 

Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original 
Called Party Number and Redirecting Party ID to be ignored or modified. 

The network signalling system shall indicate that this is an internal network number. 
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8.5.2 Action of the GMSC in procedure CAMEL_CF_ETC 

In procedure CAMEL_CF_ETC (sheet 2) the GMSC or terminating VMSC will remain in the 

Wait_For_Assiting_Answer state until it receives an ISUP Answer Message (ANM) or timeout occurs. This is to ensure 
that a call record is always generated for every successful establishment of a temporary connection to a gsmSRF, 
especially in the case where the connection is between PLMNs. 

NOTE: This means that it may not be possible to access an SRF which does not generate an ISUP Answer 

Message (ANM). 
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ProcedureCAMEL CF MSC iNIT 



'Procedure in the M SCtd '-, 
ihandle a forwarded call 






lnt_lnvoke gsmSSFN 
(0-CSI) / 
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Figure 39a: Procedure CAMEL_CF_MSC_INIT (sheet 1) 
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Figure 39b: Procedure CAI\flEL_CF_l\flSC_INIT (sheet 2) 
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Figure 39c: Procedure CAI\flEL_CF_IVISC_INIT (sheet 3) 
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Figure 39d: Procedure CAI\flEL_CF_l\flSC_INIT (sheet 4) 
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Figure 40a: Procedure CAI\flEL_CF_IVISC_ANSWER (sheet 1) 
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Figure 41a: Process CAMEL_CF_ETC (sheet 1) 
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Figure 41b: Procedure CAIUIEL_CF_ETC (sheet 2) 
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Figure 41c: Procedure CAMEL_CF_ETC (sheet 3) 
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Figure 42a: Process CAMEL_CF_CTR (sheet 1) 
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Figure 42b: Procedure CAI\flEL_CF_CTR (sheet 2) 
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Figure 42c: Procedure CAI\flEL_CF_CTR (sheet 3) 
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Figure 42d: Procedure CAMEL_CF_CTR (sheet 4) 
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Figure 43a: Procedure CAI\flEL_Check_ORLCF_VI\flSC (sheet 1) 
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8.6 Handling of mobile calls in the gsmSSF 

Handling of mobile calls in the gsmSSF may involve the following process and procedures : 

- gsmSSF, 
Check_Criteria. 

- Handle_AC, 

- Handle. ACR, 

- Handle_CIR, 

- Handle_CIR_leg, 
Complete_FCI_record, 
Complete_all_FCI_records,- Handle_SCI. 

The detailed error handling for the process gsmSSF and the associated procedures is specified in 3GPP TS 09.78 ([5]). 

8.6.1 Information flow for call duration control 

The following diagram shows the handling of the different timers that are used in the process gsmSSF and in the 
procedures Handle_AC, Handle_ACR, Handle_CIR. Timers Tssf, Tcp, Tsw, Tw and DELTA are defined in the process 
gsmSSF. 
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Figure 44: Information flow for call control duration 



ETSI 



3GPP TS 03.78 version 7.6.1 Release 1998 116 ETSI TS 101 441 V7.6.1 (2001-06) 

8.6.2 Behaviour of the gsmSSF in the process gsmSSF 

The following paragraphs give details on the behaviour of the gsmSSF in the process gsmSSF. 

8.6.2.1 Actions of the gsmSSF on receipt of CAP_Request_Report_BCSM_Event (at 
the state Waiting_For_lnstructions) 

The gsmSSF arms the requested EDP, if the arming rules are fulfilled and returns to state Waiting_For_Instructions. 

The gsmSCF may request the monitoring for any one or more Answer, Busy, No Answer, Abandon, Route Select 
Failure and Disconnect Event of a party in the call. 

8.6.2.2 Actions of the gsmSSF on receipt of CAP_Continue (at the state 
Waiting_For_lnstructions) 

An Int_Continue is sent to request the GMSC/MSC to continue call set-up as originally requested. 

8.6.2.3 Actions of the gsmSSF on receipt of CAP_Release_Call (at the state 
Monitoring) 

When a control relationship exists between the gsmSCF and gsmSSF (at least one EDP-R is armed), the gsmSCF may 
spontaneously instruct the gsmSSF to release the call at any time using the Release Call IF. The Release Call IF shall 
not be sent from the gsmSCF if only monitor relationship exists between the gsmSSF and the gsmSCF. 

8.6.2.4 Actions of the gsmSSF on receipt of lnt_DP_T_Busy or 
lnt_DP_T_No_Answer including the parameter CF (at the state Monitoring) 

If the handling of Int_DP_T_Busy or Int_DP_T_No_Answer including the parameter CF leads to the gsmSSF sending a 
CAP_Event_Report_BCSM to the gsmSCF, the gsmSSF shall include the parameter Call Forwarded as the Event 
Specific Information BCSM. 

8.6.3 Procedure Handle_SCI 

1) Precondition: before an answer event is detected and no Tsw running: 
if 1 set of e-parameters received — > send to the MSC 

if 2 sets e-parameters received — > error 

if 1 set of e-parameters and Tariff Switch received — > error 

if 2 sets of e-parameters and Tariff Switch received — > send Ist/start Tsw/store 2nd 

2) Precondition: before an answer event is detected and Tsw running and no e-parameters 
if 1 set of e-parameters received — > error, no e-parameters stored 

if 2 sets e-parameters received — > send Ist/store 2nd 

if 1 set of e-parameters and Tariff Switch received — > error 

if 2 sets of e-parameters and Tariff Switch received — > error 

3) Precondition: before an answer event is detected and Tsw running and e-parameters stored: 
if 1 set of e-parameters received — > error 

if 2 sets e-parameters received — > error 

if 1 set of e-parameters and Tariff Switch received — > error 

if 2 sets of e-parameters and Tariff Switch received — > error 
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4) Precondition: after an answer event is detected and no Tsw running: 
if 1 set of e-parameters received — > send to the MSC 

if 2 sets e-parameters received — > error 

if 1 set of e-parameters and Tariff Switch received — > start Tsw/store set 

if 2 sets of e-parameters and Tariff Switch received — > error 

5) Precondition: after an answer event is detected and Tsw running and no e-parameters 
if 1 set of e-parameters received — > store e-parameters 

if 2 sets e-parameters received — > error 

if 1 set of e-parameters and Tariff Switch received — > error 

if 2 sets of e-parameters and Tariff Switch received — > error 

6) Precondition: after an answer event is detected and Tsw running and e-parameters stored: 
if 1 set of e-parameters received — > error 

if 2 sets e-parameters received — > error 

if 1 set of e-parameters and Tariff Switch received — > error 

if 2 sets of e-parameters and Tariff Switch received — > error 

NOTE: The MSC shall store the received e-parameters to be sent subsequently to the MS. The MSC shall send 
these e parameters to the MS in a Connect message or in a Facility message. 
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Figure 45a: Process gsmSSF (sheet 1) 
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Figure 45b: Process gsmSSF (sheet 2) 
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Figure 45c: Process gsmSSF (sheet 3) 
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Figure 45c: Process gsmSSF (sheet 4) 
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Figure 45d: Process gsmSSF (sheet 5) 
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Figure 45e: Process gsmSSF (sheet 6) 
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Figure 45g: Process gsmSSF (sheet 8) 
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Perform im fJidt 
disarming ol DPs 



Call active= 
False 



Call acive= 
False 



Handle_CIR 




Perform implicit 
disarming of DPs 



CAP_Evert_ \ 

,_RepDrt_BCSM 
(Notify SConinue)/ 



Reload and 
restart Tssf 



Handle_CIR 



~<r 



Signals to/from IheleH are to/from fieWSC; 
signals to/from tfie right are 
to/from thegsmSCF. 



Waiting_for_lnstructions. 
_Waitirg_fcr_En[l_Of_Tempcrary_Conrecticn, 
Waiting_for_End_Of_User_lnter action, 
Await_Temporary_Connection_Establishment 



W a tin g_for_ 
Instructions 



Perform implicit 
disarming of DPs 



Handle_CIR_ 
leg (leglD) 



CAP_Event_ 

_Report_BCSM 

(inerripfed) 



Set Tssf to default 
non user interaction 

timer value and 
restart Tssf 



Set Outs tanding_ 

_Requests = 

Outstanding_ 

_Refj[jefitfi 4- 1 
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Figure 45h: Process gsmSSF (sheet 9) 
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Process gsmSSF 



'InvxsticnofgsmSSFinMO, 
iMT or CF call case. 



CAP_Request_ 

RGpcrt_BCSM_< 

Event 
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Signals to/from Iherightare 
to/lrom IhegsmSCF. 



In state 'Monitoring', only 
- recpeste Sd disarm DPsor Sd 
' send ro tifi cations are dioftred 



Figure 45i: Process gsmSSF (sheet 10) 
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Process gsmSSF 



'InvacaionofgsfnSSFinMO, 
'MTorCFcall case. 
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No 


Perform implidt 
disarming of DPS 



Complete_all_ 
FCI_records 



Terminae 
relationship 




Hande_CIR_ 
leg{ledlD) 



CAP_Evert_ 
_Report_BCSM 
{ Inter rLpted) 



Set Tssf to default 
non user interaction 

timer value and 
rRstfTi Tssf 



Set Outs tanding_ 
_Requests = 
Outstanding_ 
_Rafli \e^t<i + 1 



/ 

I Wathg_for_ 
'^ Instructions 

\ 



Sigids to/from theleft are to/from lieMSC 
signals to/from the right are 
to/from thegsmSCF. 



V lnt_DP_0_ 
-^Abandon 



lnt_D P_T_ 
) Abandon 



Figure 45j: Process gsmSSF (sheet 11) 
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Process gsmSSF 



'InvxsticnofgsmSSFinMO, 
iMT or CF call case. 



12(25) 



SIgicis to/from iheleft are to/trom fieN/ 
signals to/trom the right are 
to/trom thegsmSCF. 



W a i n g_fo rj n St r ir I o rs , 
_ Wail ng_for_End_Of_Temporary_Connection, 
Wating_fcir_End_Ot_User_hteraction, 
Awat_Temporary_C(Tirection_Estsblishm ent 



lrt_D P_0_ 
-^ _Abandon 



ht_DP_T_ 
'^_Abarticn 



Perfonn implicit 
disarmingot DPs 




Call active= 
False 



Harclle_ACR 



Handle_CIR 



Terminate 
Relationship 



Waiting_For_ 
Ins true Ions 



Figure 45k: Process gsmSSF (sheet 12) 
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Process gsmSSF 



'InvccsticnofgsmSSFinMO, 
iMT or CF call case. 



CAP_Disconnect_ 
Forward. / 
.Connection \ 
/' ifiQin 7 



Handle_ACR 



lnt_Disconnect_ 

Forward. 

Connection 



Set Tsst to last 
used time interval 
and restart Tssf 



Waing_For_ 
J ns t LCtlons 



'Call activ( 
iFaise 



Call active= 
Faise 



Waiting_for_End_ 

_Of_Tem porary_ 

Connect lai 



>in_TC_Rele^eiJ 



CAP_AFply_ 
Charging 



13(25) 



Signals to/from Iheleft are to/from fieWSC; 
signals to/trom the right are 
to/trom thegsmSCF. 



Set Tssf to 
last used time 
interval and 
raslariTssf 



Wallng_for_End_\ 

_Of_Temporafy_ I 

_Connecticn / 



C/sP.Reset.Tln/a- Tssfexpir 



lnt_Dlsconnect_ 
Forward_Conne:tlon 



TC_Release_ 
Pending 



>lnt_TC_Released 



Compl6te_all_ 
FCLrecords 



Figure 451: Process gsmSSF (sheet 13) 
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Process gsmSSF 



'InvacaicnofgEiTiSSFinMO, - 
'MTorCFcall case. 



,This provoques the MSC 
to play a tone to the party 
for whom the BCSM is operating 



Int Apdv 

wirning_Tone ' -»Play a tone lolhe party 



Tlisprcyocpes lieMSC , 
to sonde pa"amet8"s to 
the calling party 
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Sigids to/froin In el eft are to/from IheMSD 
signals to/from the right are 
to/lrom thegsmSCF. 



Wating_far_End_Cf_Temporary_Connectbn 
"Waing_br_En(1.0f_Usa'_hta-actbn 




Cal I activf 
False 



I CAP_ \ 

Apply_ChargJng_ 
Report / 



lnt_Disconnect_ 
Forward Connection 



Complete_all_ 
FCLrecords 



Figure 45m: Process gsmSSF (sheet 14) 
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Process gsmSSF 

Invocation of gsmSSF in M0„ 
MT or CF cail case. 
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Signals to/from tlie left are to/from the MSc[\ 
signals to/from the right are 
to/from the gsmSCF. 



j Monitoring 



Tw expired^ - - -Internal 



This provoques the MSC ^--^ore 



lnt_Apply_ 

Warning ton eto play a tone to the parti-p^rameten 
for whom the BCSM is operati 

' Yes 




Top expired - - -Internal 




This provoque 
to send e para" 



Send_e_ 
Parameterjs 



Store curent 
value of Top 



No 



or report ^ 
outstanding? 
Yes 



Call active = 
False 



Handle_ACR 



Call active= 
True 



No 



Call active = 
True 



i' Monitoring j 



CAP_ \ 

ApplyCharoHi 
Report / 



t|;omplete_all_ 
FCI records 



Yes 



CAP_ 

Ap p lyC h arg 

Report 



Handle CIR 



Cpomplete_all^ 
FCI_records 



Int Release 



Idle 



Figure 45n: Process gsmSSF (sheet 15) 
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Process gsmSSF 



'InvxsticnofgsmSSFinMO, 
iMT or CF call case. 



CAP_Play_ / 
_Announcement^ 



Waiting_tor_End_ ^ 
_Of_User_ I 

_lnteraction / 



CAP_Prompt_& 

_Collect_User_<( 

Jnformation 



X- 



Relay theoFerEtian\ 
totheSRF / 



Set Tssf to last 
used time interval 
and restart Tssf 



Walting_tor_End_ \ 
_Of_User_ ] 

_lnteraction ; 



CAP_Cancd_ 
_(lrwcke_ID) 



16(25) 



Signals to/from theleft are to/from fieWSC; 
signals to/trom the right are 
to/trom thegsmSCF. 



CAP_ReEet_TlrTtia- 



SetTssfto 

CAP_Reset_Tima- 

time interval and 

rePlartTcfJ 



Figure 45o: Process gsmSSF (sheet 16) 
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Process gsmSSF 



'InvxsticnofgsmSSFinMO, 
iMT or CF call case. 



17(25) 



Signals to/from theleft are to/trom theMSC; 
signals to/trom the right are 
to/trom thegsmSCF. 



WaltBig_br_End_ 
_Ot_Usef_ 
Jnteractlon 



CAP_Apply_ 
Charging 



CAP_Discannect_ 
Forward_ / 

_Connection \ 
negID*/ 



Handle_ACR 



.lrt_SRF_RdeaEed 



'Ccilaclive = 

iFalse 



Handle_ACR 



'Call active= 
I False 



ht_Disccnned_ 
Fo rwa rd_ 
Gcnredlcn 



SetTssf to default 
non user interaction 

time i nerval and 
reslarl Tssf 



j IWaiting_For_End_ i 
lot_User_lnteraction j 

\ I 



SetTssf to default 

non user interaction 

time interval and 

restart Tssf 



j Waiting_For_ ', 



Figure 45o: Process gsmSSF (sheet 17) 
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Process gsmSSF 



'InvxsticnofgsmSSFinMO, 
iMT or CF call case. 



. CAP_Cancelled_ \ CAP_CanceL 

■^_error /'_Falled_efror 



Waiting_for_End_ 
_Of_User_ 
Jnteractlon 



CAP_Prcmpt_. 

\_Collect_User. 

Jrfofmalon_ 



Relay theoperatiorV 
resiiterrortothe 
gsmSCF / 



Waiting_for_End_ \ 
_Of_User_ 
Jnteractlon j 
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Signals to/from the left are to/from 


K 


the process Generi c_SR F; 


signals to/trom the right are 




to/trom thegsmSCF unless 




otherwise stated. 





CAP_ 
\ Special I sed_ 
Resource_ 
Repfl''^ 



Timer expiry 



lnt_Disconnect_ 
Forward_Conne:tion 



SRF_R6lease_ 
Pending 



lrt_SRF_Rdeased 



Complete_all_ 
FCI_records 



Figure 45p: Process gsmSSF (sheet 18) 



£75/ 



3GPP TS 03.78 version 7.6.1 Release 1998 



136 



ETSI TS 101 441 V7.6.1 (2001-06) 



Process gsmSSF 



'InvccsticnofgsmSSFinMO, 
iMT or CF call case. 



CAP_Cancel_(M) 



Disarm all 
EDPs 



CancGl all 
rGpcrts 



Term Iricle 
Relationship 



Complete_all_ 
FCI_records 



, ht_DP_0_Answfer, 
^ht_OP_T_Arewer 






ThIsprovocpGS the MSC 
t) sends parameters to 
the calling party 



Send 

e parameters 



I Control or 
-Mcnitor 
Relationship 



ForDPO/TDisconnecttheDP 
isoriy disarm ed for the leg 
for which the event was 
received. 



Perform implicit 
disarming of DPs 




Signals to/from theleft are to/from fielwlSC; 
signals to/from the right are 
to/from thegsmSCF. 




CAP_Event_ 

_Report_BCSM 

(Irterripfec^ 



Perform Implicit 
disarming of DPs 



Set Outs tandlng_ 
_Requests = 1 



SetTssttod^ault 
nonuser interadicn 
Tssf imer valueand 
restartTsst 



Waltlng_For_ 
Jnstructlons 



19(25) 



For DP CTT Disconnect the DP 
Jisonly disarmed for the leg 
'for which the event was 
I received. 



Figure 45q: Process gsmSSF (sheet 19) 



£75/ 



3GPP TS 03.78 version 7.6.1 Release 1998 



137 



ETSI TS 101 441 V7.6.1 (2001-06) 



Process gsmSSF 

Invocation of gsmSSF in IVIO,, 
MTorCF call case. 



20(25) 



/* Signals to/from the left are to/from the MSC, K 
signals to/from the right are to/from the gsmSCFT/ 



Int 


DP 





No Answer 


Int 


DP 


T 


No Answer 


Int 


DP 





Busy 


Int 


DP 


T 


Busy 


Int 


DP 


Route Select Failure 











/ 



Monitoring 




EDP-R 



CAP_Even\ 

Report_BCSWI 

(Notify&Corltinue) 

CallActive : 
FALSE 



For DP 0/T Disconnect 
the DP is only disarmed 
for the leg for which the 
event was received. 




Handle_ACR 



Stop Delta 



Handle_CIR_ 
leg (Ieg2) 



CAPEvenV 
Report_BCS|i 




isarm this DP. 
Perform implicit 
d isarming of DR s 



^et outstanding_ 
requests = 1 



S(;t Tssf to default 
noT user interact 
Tsifcf t im er v alue I 

restart, Tssf 

|Waiting_For_ 
' Instructions 



Figure 45r: Process gsmSSF (sheet 20) 
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Process gsmSSF 



'Invocaimofgsm SSFmM 0, 
iMT or CF call case. 



CAP_ 
_ReleaseCall 




Complete_alL 
FCI_records 



Term Jnae 

Control 

Relationship 



lnt_Release_Ca 



Handling of CAP_Release_Cail 

Is only specified in a control 

relationship. 

The gsmSCF shali not send a 

CAP_Reiease_Cail in a 

monitor relationship 



. «. . \ 'Call active^ 

Apply_Charging_ ~> - - p^i^g 
Report / 



Controi or 
Men iter 
Relationship 



ht_0_Exception 
''^ht_T_Excepticn 




CAP_ ^ 

AppI y_Charging_ 
Report 



Compiete_ali_ 
FCI_re cords 



Terminate 
Relationship 



'C allactjve = 
iFalse 



21(25) 



Signals to/from theiett are to/from theMSC; 
signais to/from the right are 
to/from thegsmSCF. 



CAP_ , 

Apply_ChargJng^ 



Figure 45s: Process gsmSSF (sheet 21) 
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Process gs mSSF 



'Invocation ofgsm SSFinM O, 
,MT or CF call case. 



22(25) 



Non completed 
CAMEL logical call r 
9xists for tliis leglD? 



Signals lo/from the right a 
to/from thegsmSCF. 




W al tin g_For_h St ructions, 

Waiting_For_End_Of_Temporary_Connec1ion, 
W ai tin g_ F or_Bi d_ Of_U s er_ Inter a ct icn 



Figure 45t: Process gsmSSF (sheet 22) 
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Process gs mSSF 



'Invocation ofgsm SSFinM O, 
,MT or CF call case. 



CAP_ 

FLirnish_Chafgi 
Inform alion 



Non completed 
CAMEL logical call r 
exists for tfiis leglD? 




OverwriteCAWEL 
logical call record 



Signals to/from the right a 
to/from tlie gsmSCF. 



3 re ate CA M EL lo gi a 



Write FCI data 
in CAMEL logcal 
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Figure 45t: Process gsmSSF (sheet 23) 



£75/ 



3GPP TS 03.78 version 7.6.1 Release 1998 



141 



ETSI TS 101 441 V7.6.1 (2001-06) 



Process gs mSSF 



'Invocation ofgsm SSFinM O, 
,MT or CF call case. 



Signals lo/from lie right are 
to/lrom the gsmSCF. 
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Mori tori ng , 






Wait For Instructions. 






Wailing_Fa End Of Us 


3r Intercalion 




Waiting_Fot_End_Of_Ten 


porary_Con 


neclion 



-Seesecton 8.6.3 



Figure 45t: Process gsmSSF (sheet 24) 
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Process gs mSSF 



'Invocation ofgsm SSFinM O, 
,MT or CF call case. 



25(25) 



Signals to/from he riglit are 
to/lrom thegsmSCF. 
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■aiting_For 


_lnstr 


ctior 

1 


U9St 




















CAP_ 
Cal!_lnformation 


/ 
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S9lTsslto la 
used time inter 
and restart Ts 
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al 
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Report 
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Figure 45t: Process gsmSSF (sheet 25) 
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Procedure Check Criteria 



'Procedure to check ' -, 
ithe criteria h the gsmSSF 








Results 
pass 







1(1) 



Figure 46a: Procedure Check_Criteria (sheet 1) 
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Procedure Handle_AC 



This procedure shows Ihe handling i, 
the gsmSSF for Ihe operation CAP 
A pply Charg in g 



Set Tssf to li 




Tcp:=Tcp-delta 



Tcp-Warn ing tim 








1(1) 



Figure 47a: Procedure Handle_AC (sheet 1) 
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Procedure Handle_ACR 



This pro cedure is on ly called al the 
end ol connection to an outgoing leg, 
'atemporary connection or aconnection 
itoaSRF when the call can be continued 



1(1) 




Stop Tcp 






StopTw 



CAP_ 
Apply_Charging_ 




^ValueofCall Active in 
-AC R is definedinihe calling 
'process gsmSSF. 



Figure 48a: Procedure Handle_ACR (sheet 1) 
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Procedure Handle CIR 



1(1) 



iProcedure r the gsmSSF toi \ 
'handle Cal Information Report., 



Signals to/from the right are 
to/from thegsmSCF. 



Handle_CIR^ 
leg (Ieg2) 



Handle_CIR_ 
leg (legl) 




Figure 49a: Procedure Handle_CIR (sheet 1) 
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Procedure Handle_CIR_leg 



Procedure r the gsmSSF to 
handle Call Inlormation Report "■ 
lor the specllled leg. 
Leg ID ls_re_ce_iv ed in proced_ure c_all 



Outsanding Call Inform atlon Report: 
Outsanding Call Information Report -1 




^rt pending fpJv No 
tfrisjeg IB'f 



CAP_Call_ 
Inform ation_ 
Report 



1(1) 



Signals to/from the right are 
to/f ro m th e gsm SC F. 



Figure 50a: Procedure Handle_CIR_leg (sheet 1) 
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Procedure Com plete_FC l_record 



1(1) 



Procedure r the gsmSSF to 

write Furnish Charging information"' 

data lort he specif iedieg. 

LegiD is_re_ce_iv ed in p_roced_ure c_all. 



Non compieted Logicai 
CAMEL caii record exist= 
for this iegiD 




Compiete CAMEL 
iogicai caii record 




Figure 51a: Procedure Complete_FCI_record (sheet 1) 
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Procedure Complete_all_FC l_records 



1(1) 



Procedure h the gsmSSF to 

write Furnish Charging InformatiorT 

data to CDR for both LegiDs. 



Z om plete_FCI_ 
cord (legl ) 



2 om plete_FCI_ 
cord (Ieg2) 




Figure 52a: Procedure Complete_all_FCI_records (sheet 1) 
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8.7 Assisting case 



Assisting case involves the following processes : 

- CAMEL_Assisting_MSC, 

- Assisting_gsmS SF. 

The detailed error handling for these 2 processes is specified in 3GPP TS 09.78 [5], 



Process CAMEL_Assisting_MSC 



.Process inthe MS,C, 
to handle an assist "■ 
request ' 



M/ 
Idle 



nllial Address 



nt_Assist_ 
_Required 



i'Walt_for_assist«ig. 
l_gsm_SSF_tnvoked 



nt_assistlng. 
_gsmSSF_invotted 



Wait_For_ 

_Assisting_ 

_Event 



1(3) 



Signals to/from the left are to/from the \ 
process CAMEL_OCH_ETC, CAMEL ^ 
TC_ETC or CAMEL_CF_ECT; 
signals to/from the right are to/from 
the assistlng_gsmSSF; 



lnt_Release_ \ 
As sistin g_gsm SS F/ 



Figure 53a: Process CAIUIELAssisting MSC (sheet 1) 
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Process CAMELAssistingMSC 



2(3) 



I Process in the MS(p 
to handle an assist 

[request 



Signals to/from the left are to/from the*^ 
process CAMEL_OCH_ETC, CAMEL^- 
TC_ETC or CAMEL_CF_ECT; 
signals to/lrom the right are to/from 
the assisting_gsmSSF; 
if not otherwise stated. 



Wait_For_ 

Assisting_ 

Event 



I nt_Con nect_To / 
Resource \ 



lnt_assisting_ 

_gsmSSF_ 

_released 






Await_SRF_ 
_lnitialisation 



lnt_release_ \ 

_assisting_gsmSSB/ 



Releasing_assisting_i 
_gsmSSF ; 



lnt_assisting_ / 
gsmSSF_release( 



Figure 53b: Process CAIVIELAssisting MSC (sheet 2) 
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Process CAMEL_Assisting_MSC 



I Process in the MS(p 
to handle an assist 

[request 



lnt_SRF_ 
_Connectecl 



Connect SRF to the 

Call 



Sencl_ACM_ 
lf_Required 



Sencl_Answer_ 
lf_Required 



lnt_SRF_Gonnected> 



Await_SRF_ 
_lnitialisation 



I from SRF 

I 



lnt_SRF_ 
,_Connection_ 
i_Failure 



Procedure specilied 
in GSM 03.18 



Procedure specilied 
in GSM 03.18 



llrom SRF 

I 



Wait_For_ 

Assisting_ 

Event 



3(3) 



Signals to/from the left are to/from the*^ 
process CAMEL_OCH_ETC, CAMEL^- 
TC_ETC or CAMEL_CF_EGT; 
signals to/from the right are to/from 
the assisting_gsmSSF; 
if not othenwise stated. 



- IntDisconnectSRI 



Await_gsmSRF_ 
_disconnection 



lnt_assisting_ 

_gsmSSF_ 

_released 



lnt_SRF_ 
Released 



lnt_release_ \ 

_assisting_gsmSSF/ 



Releasi ng_assisti ng_j 
_gsmSSF I 



lnt_assisting_ / 
gsmSSF_release( 



Figure 53c: Process CAMEL_Assisting_MSC (sheet 3) 
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Process assisting_gsmSSF 



1(6) 



'Invocation o1 gsmSSF in M0,'_, 
iMT or CF call case. 



Signals to/lrom the left are to/trom \ 
the process CAM EL_Assisting_MSC; 
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8.8 Procedure CAMEL_Provide_Subscriber_lnfo 

8.8.1 MS reachable 

A Provide_Subscriber_Info Request is sent to VLR and the HLR waits in state Wait_For_Information. 

If the VLR returns a Provide_Subscriber_Info ack, the HLR uses the returned information to set the Subscriber Info to 
be returned to the gsmSCF. As a network option, the HLR may use the returned Cell Id or Location Area to derive the 
location number and/or Geographical Info. The mapping from cell ID and location area to location number is network- 
specific and outside the scope of the GSM standard. 

NOTE: The handling in the VLR of Provide_Subscriber_Info Request is defined in 3GPP TS 03. 18 [3]. 

8.8.2 MS not reachable 

8.8.2.1 Location Information requested 

If VLR number is available in the HLR, then the Location Information is set to this parameter only. 
If location information is not available in the HLR, no location information is set. 

8.8.2.2 Subscriber State requested 

The Subscriber State is set to "Network determined not reachable". 

8.8.3 Actions at state Wait_ForJnformation 

The following actions are possible in state Wait_For_Information depending on the result of the 
Provide_Subscriber_Info Request sent to VLR. 

8.8.3.1 Provide_Subscriber_lnfo ack 

The Location Information or/and the Subscriber State are set to the received information. 

8.8.3.2 Provide_Subscriber_lnfo Negative Response 

If location information was requested the VLR number is provided as location information. If the subscriber state was 
requested the subscriber state is set to "not provided from VLR". 
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8.9 Any Time Interrogation 

Handling of Any Time Interrogation involves the following process : 

- CAMEL_ATI_HLR. 

If an OSS needs the Subscriber State and/or the Location Information, the gsmSCF initiates a transaction to the HLR by 
sending a Any_Time_Interrogation Request. Support for this procedure is a network operator option. 
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8.1 Handling of USSD to/from gsmSCF 

The functional model of USSD in an HLR that supports CAMEL is shown in figure 57. The phase 2 USSD handler is 
defined in 3GPP TS 03.90 [8]. Phase 1 USSD messages may be relayed from the HLR to the gsmSCF. CAMEL 
introduces a "CAMEL USSD appUcation" which is invoked by the USSD handler. The CAMEL USSD appHcation 
behaviour is specified in this section. 

Home Network 




MS 



Visiting Networl< 

Figure 57: Handling of USSD to and from a CAIVIEL subscriber 

8.10.1 MS Initiated USSD 

For the behaviour of the USSD handler in HLR when receiving a MS initiated USSD see 3GPP TS 03.90 [8]. 

When the USSD handler has determined that the service code present in the received USSD does not indicate that an 
USSD application in the HLR shall be invoked it shall route the USSD to the USSD application specific for CAMEL, 
i.e. the CAMEL USSD appHcation. 

The procedure at the CAMEL USSD application at the HLR is implementation dependent. The following text describes 
a recommended procedure. 

The CAMEL USSD application shall check the U-CSI data assigned to the specific subscriber. If the service code is 
present in the U-CSI the USSD is routed to the gsmSCF given by the gsmSCF address stored against the service code in 
the U-CSI. 

If the service code is not present in the U-CSI (or the subscriber does not have U-CSI defined) then the CAMEL USSD 
application shall check the UG-CSI data assigned to the HLR. If the service code is present in the UG-CSI then the 
USSD is routed to the gsmSCF given by the gsmSCF address stored against the service code in the UG-CSI. 

If the service code is not present in U-CSI or UG-CSI an error (unknown application) is returned to the USSD handler. 



8.1 0.2 gsmSCF Initiated USSD 



The HLR may at any time receive a USSD operation from the gsmSCF. If the subscriber can be contacted, the HLR 
shall set up a transaction to the VLR and forward the operation unchanged. Any further information exchange between 
the gsmSCF and MSC shall be transparent to the VLR and the HLR. When one transaction is released, the HLR shall 
release the other. If an error is received from the MSC, the VLR shall release the transaction to the HLR and the HLR 
shall release the transaction to the gsmSCF. 
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8.1 0.3 Content of the USSD General CAMEL Service Information (UG-CSI) 

The service information specified in this subclause is for information only. 

This subclause defines the contents of the USSD General CAMEL Service Information (UG-CSI). The allocation of the 
UG-CSI is independent from a particular subscriber. 

The UG-CSI consists of a list of pairs of the following two parameters. 

8.10.3.1 Service Code 

Service code for a specific application in a gsmSCF which interacts with the user by USSD. 

8.10.3.2 gsmSCF address 

Address to be used to access the gsmSCF for a particular a particular service code. The address shall be an E. 164 
number to be used for routeing. 

8.1 1 Handling of Supplementary Service Invocation Notification 

At the invocation of any of the services ECT, CD and MPTY the VLR checks whether the criteria for sending a 
notification are fulfilled, i.e. whether the subscriber is provisioned with the SS-CSI and the particular invoked 
supplementary service is marked in the SS-CSI. If this is the case a notification is sent to the gsmSCF given by the 
gsmSCF address contained in the SS-CSI. The processing of the particular SS invocation is not suspended. If the 
notification criteria are not fulfilled the processing of the particular supplementary service continues unchanged and no 
notification is sent. 

The sending of the notification is independent of call related CAMEL processing, i.e. processing indicated by O/T-CSI. 

On invocation of ECT, the VLR shall include the SS-CSI in the Invoke ECT response message (see Process MAF027 in 
3GPP TS 03.91 [12]) to the MSC if applicable for ECT. 

On invocation of MPTY, the VLR shall include the SS-CSI in the Process MPTY message (see Process 
MPTY_MAF026 in 3GPP TS 03.84 [11]) to the MSC if applicable for MPTY. 

On invocation of CD, the VLR shall include the SS-CSI in the Send Info For Incoming Call ack message to the MSC if 
applicable to CD. 

8.12 CAMEL specific handling of location updating and data 
restoration 

When requesting location updating or data restoration the VLR shall indicate to the HLR which CAMEL phases it 
supports. 

The CAMEL phase 2 HLR shall then send to the VLR CAMEL subscription data for one of the CAMEL phases 
supported by the VLR or, if some different handling is required, data for substitute handling. 

8.13 Processing of Non-Call Related Events 

CAMEL does not modify any of the standardized procedures for non-call related events including: 
call independent supplementary service procedures; 
transfer of SMS messages; 
- mobility management procedures. 



ETSI 



3GPP TS 03.78 version 7.6.1 Release 1998 165 ETSI TS 101 441 V7.6.1 (2001-06) 



8.14 Cross phase compatibility 



To avoid a case by case fallback between the gsmSSF and the gsmSCF, the gsmSSF shall use the CAP phase 
corresponding to the CAMEL phase negotiated on the HLR-VLR interface when it opens a dialogue with the gsmSCF. 
The HLR-VLR negotiation of CAMEL phase is per subscriber. 

8.15 Handling of North American Carrier Information 

The following procedures apply normally only when the HPLMN of the CAMEL subscriber and either the VPLMN (for 
a mobile originated or forwarded call) or the IPLMN (for a mobile terminated or forwarded call) are both North 
American. As an option, the procedures may also be applied for a mobile originated or forwarded call at a North 
American VPLMN when the HPLMN of the CAMEL subscriber is not North American. A gsmSCF may then provide 
the gsmSSF with any of the following North American (NA) carrier related information items. 

NA Carrier Information, 

NA Originating Line Information, 

- NA Charge NumberA gsmSSF shall use the received information items both to select any long distance carrier 
needed for the call and to provide certain information needed by this carrier. Any required information items not 
received shall be defaulted to those that would normally apply to the call in the absence of an interaction with a 

gsmSCF. 

If any NA information item received from the gsmSCF is found to be invalid, the gsmSSF may either, as an operator 
option, release the call or behave as if the invalid information item had not been sent. 

If the carrier specified in the NA Carrier Information parameter is not supported in the VPLMN or IPLMN, the gsmSSF 
may either, as an operator option, release the call or substitute for the unsupported carrier a preferred carrier of the 
VPLMN or IPLMN. 

Support of the NA Originating Line Information and NA Charge Number parameters is an operator option in a VPLMN 
based on roaming agreements with the operators of other PLMNs, A gsmSSF may ignore these items when received 
from certain or all gsmSCFs located in other PLMNs and replace them with the corresponding default items for an MO, 
MF or MT call. 
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9 Description of information flows 

This clause contains the detailed description of the information flows used by CAMEL. 

Each Information Element, IE is marked as Mandatory, Conditional, Optional or Not applicable for each different 
traffic case. Mobile Originating call (MO), Mobile Forwarded call (MF) and Mobile Terminating call (MT). This 
categorisation is a functional classification, i.e., stage 2 information and not a stage 3 classification to be used for the 
ASN.l syntax of the protocol. 

The following principles apply for the handling of the lEs by the receiving entity: 

The gsmSSF shall functionally support all lEs which can be sent to it. 

The gsmSCF may silently discard any IE which it does not functionally support 

The gsmSRF shall return an error if it does not functionally support a IE which it receives. 

The HLR may silently discard any IE which it does not functionally support. 
Details of errors and exceptions to these rules are specified in are specified in 3GPP TS 09.78 [5]. 

9.1 gsmSSF to gsmSCF information flows 

9.1.1 Activity Test ack 

9.1.1.1 Description 

This IF is the response to the Activity Test. 

9.1.1.2 Information Elements 

This IF contains no information elements. 

9.1 .2 Apply CInarging Report 

9.1.2.1 Description 

This IF is used by the gsmSSF to report to the gsmSCF the information requested in the Apply Charging IF. 

9.1.2.2 Information Elements 



Information element name 


MO 


MF 


MT 


Description 


Call Result 


M 


M 


M 


This IE contains the charging information to be provided by the 
gsmSSF. 


M Mandatory (The IE shall always be sent) 
Call Result contains the following information: 


Information element name 


MO 


MF 


MT 


Description 


Time Duration Charging Result 


M 


M 


M 


This IE is a list defined in the next table. 



M Mandatory (The IE shall always be sent) 

Time Duration Charging Result contains the following information: 
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Information element name 


MO 


MF 


MT 


Description 


Time Information 


M 


M 


M 


This IE is a choice between Time if No Tariff Switch and Time if 
Tariff Switch. 


Party To Charge 


M 


M 


M 


This IE is received in the related ApplyCharging operation to 
correlate the result to the request. This IE shall be a copy of the 
corresponding IE received in the Apply Charging operation. 


Call Active 


M 


M 


M 


This IE indicates whether the call is active or not. 



M Mandatory (The IE shall always be sent) 

C Conditional (The IE shall be sent, if available) 

Time Information contains one of the following information: 



Information element name 


MO 


MF 


MT 


Description 


Time If No Tariff Switch 


C 


C 


C 


This IE will be present if no tariff switch has occurred since the 
detection of Answer for the connection to the Called Party, the 
Temporary Connection, or the SRF connection, otherwise it will 
be absent. 


Time If Tariff Switch 


c 


c 


c 


This IE will be present if a tariff switch has occurred since the 
detection of Answer for the connection to the Called Party, the 
Temporary Connection, or the SRF connection, otherwise it will 
be absent. 



C Conditional (The IE shall be sent, if available) 



9.1.3 Call Information Report 



9.1.3.1 



Description 



This IF is used to send specific call information for a single call to the gsmSCF as requested from the gsmSCF in a 
previous Call Information Request. 



9.1.3.2 



Information Elements 



Information element name 


MO 


MF 


MT 


Description 


Requested Information List 


M 


M 


M 


This IE specifies a list of Requested information Values which are 
requested. 


Leg ID 


M 


M 


M 


This IE indicates the party in the call for which information shall be 
collected. When absent, it indicates the 'outgoing' leg created with 
Connect or Continue. 



M Mandatory (The IE shall always be sent) 

9.1.4 Event Report BCSM 



9.1.4.1 



Description 



This IF is used to notify the gsmSCF of a call-related event (i.e., BCSM events as answer and disconnect) previously 
requested by the gsmSCF in a Request Report BCSM Event IF. 

9.1.4.2 Information Elements 

The following information elements are required: 



Information element name 


MO 


MF 


MT 


Description 


Event type BCSIVI 


M 


M 


M 


This IE specifies the type of event that is reported. 


Event Specific Information BCSIVI 


C 


C 


C 


This IE indicates the call related information specific to the 
event. 


Leg ID 


M 


M 


M 


This IE indicates the party in the call for which the event is 
reported. 


Misc Call Info 


M 


M 


M 


This IE indicates the DP type. 



M Mandatory (The IE shall always be sent) 

C Conditional (The IE shall be sent, if available) 
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9.1.5 Initial DP 



9.1.5.1 



Description 



This IF is generated by the gsmSSF when a trigger is detected at a DP in the BCSM, to request instructions from the 

gsmSCF. 



9.1.5.2 



Information Elements 



The following information elements are required: 



Information element name 


MO 


MF 


MT 


Description 


Additional Calling Party 
Number 


- 


C 


C 


The calling party number provided by the access signalling system 
of the calling user. 


Bearer Capability 


M 


C 


C 


This IE indicates the type of the bearer capability connection to the 
user. 


Called Party Number 


- 


M 


M 


This IE contains the number used to identify the called party in the 
forward direction. 


Called Party BCD Number 


M 






This IE contains the number used to identify the called party in the 
forward direction. The number contained in this IE shall be identical 
to the number received over the access network. It may e.g. 
include service selection information, such as * and # digits, or 
carrier selection information dialled by the subscriber. 


Calling Party Number 


M 


C 


C 


This IE carries the calling party number to identify the calling party 
or the origin of the call. 


Calling Partys Category 


M 


C 


C 


Indicates the type of calling party (e.g., operator, pay phone, 
ordinary subscriber). 










(continued) 
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(concluded) 



Information element name 


MO 


MF 


MT 


Description 


Call Reference Number 


M 


M 


M 


This IE may be used by the gsmSCF for inclusion in a network 

optional gsmSCF call record. It has to be coupled with the identity 

of the MSC which allocated it in order to define unambiguously the 

identity of the call. 

For IVIO calls, the call reference number is set by the serving VMSC 

and included in the MO call record. 

For MT calls, the call reference number is set by the GMSC and 

included in the RCF call record in the GMSC and in the MT call 

record in the terminating MSC. 

For CF calls, the call reference number is set by the GMSC and 

included in the CF record in the forwarding MSC. 


Event Type BCSM 


M 


M 


M 


This IE indicates the armed BCSM DP event (i.e., Collected_lnfo 
and Terminating Attempt Authorised), resulting in the Initial DP IF. 


Ext-Basic Service Code 


C 


C 


c 


This IE indicates the type of basic service i.e., teleservice or bearer 
service. 


High Layer Compatibility 


C 


C 


c 


This IE indicates the type of the high layer compatibility, which will 
be used to determine the ISDN-teleservice of a connected ISDN 
terminal. 


IMSI 


M 


M 


M 


This IE identifies the mobile subscriber. 


IP SSP Capabilities 


C 


C 


C 


This IE indicates which SRF resources are supported within the 
gsmSSF and are available. If this IE is absent, this indicates that no 
gsmSRF is attached and available. 


Location Information 


M 


- 


C 


This IE is described in the next table. 


Location Number 


M 


c 


c 


For mobile originated calls this IE represents the location of the 
calling party. For all other call scenarios this IE contains the 
location number received in incoming ISUP signalling. 


IVISC Address 


M 


M 


M 


For MO calls, the MSC Address carries the international E.164 

address of the serving VMSC. 

For MT calls, the MSC Address Address carries the international 

E.1 64 address of the GMSC. 

For CF calls, the MSC Address carries the international E.164 

address of the forwarding MSC. 


GMSC Address 




M 




For CF calls, the GMSC Address carries the international E.164 
address of the GMSC. 










(continued) 
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(concluded) 



Information element name 


MO 


MF 


MT 


Description 


NA Carrier Information 


C 


C 


C 


The content of this IE is described in the next table. 

The IE may normally be sent when the VPLMN and the HPLMN of 

the subscriber are both North American. 

For IVIO calls, this IE shall contain any carrier that was dialed by the 

calling subscriber. If no carrier was dialed, the IE shall contain the 

calling subscriber's subscribed carrier. 

For IVIT calls, the IE shall contain the carrier subscribed to by the 

called subscriber.For MF calls, the IE shall contain the carrier 

subscribed to by the forwarding subscriber. 


Original Called Party ID 


- 


C 


C 


This IE carries the dialled digits if the call has met call forwarding 
on the route to the gsmSSF. 


Redirecting Party ID 




M 


c 


This IE indicates the directory number the call was redirected from. 
The service designer shall note that this parameter may not be 
available if the MF case is initiated with the Connect operation to a 
T-BCSM without Redirecting Party ID. 


Redirection Information 




M 


c 


It contains forwarding related information, such as redirection 

counter. 

The service designer shall note that this parameter may not be 

available if the MF case is initiated with the Connect operation to a 

T-BCSM without Redirection Information. 


Service Key 


M 


M 


M 


This IE identifies for the gsmSCF the requested set of one or more 
CAMEL services. It is used to address the correct application/SLP 
within the gsmSCF. 


Subscriber State 






C 


This IE indicates the status of the MS. The states are: 

- CAMELBusy: The MS is engaged on a transaction for a mobile 
originating or terminated circuit-switched call. 

- NetworkDeterminedNotReachable: The network can determine 
from its internal data that the MS is not reachable. 

- Assumedldle: The state of the MS is neither "CAMELBusy" nor 
"NetworkDeterminedNotReachable". 

- Not provided from VLR. 


Time And Timezone 


M 


M 


M 


This IE contains the time that the gsmSSF was triggered, and the 
time zone the gsmSSF resides in. 


GSM Forwarding Pending 






C 


This parameter indicates that a forwarded-to-number was received 
and the call will be forwarded due to GSM supplementary service 
call forwarding in the GMSC. 



M Mandatory (The IE shall always be sent) 

C Conditional (The IE shall be sent, if available) 

- Not apphcable 

Location Information contains the following information: 



Information element name 


MO 


MF 


MT 


Description 


Location Number 


- 


- 


C 


See3GPPTS03.18[3]. 


CellldOrLAI 


M 


- 


C 


See3GPPTS03.18[3]. 


Geographical Information 


C 


- 


c 


See3GPPTS03.18[3]. 


Age Of Location Information 


M 


- 


c 


See3GPPTS03.18[3]. 


VLR number 


M 


- 


c 


See3GPPTS03.18[3]. 



M Mandatory (The IE shall always be sent) 

C Conditional (The IE shall be sent, if available) 

Not applicable 
NA Carrier Information contains the following information: 



Information element name 


MO 


MF 


MT 


Description 


NA Carrier Identification Code 


M 


M 


M 


This IE uniquely identifies a North American long distance carrier. 


NA Carrier Selection 
Information 


M 


M 


M 


This IE indicates the way the carrier was selected e.g.: 

-dialled 

- subscribed 



M Mandatory (The IE shall always be sent) 
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9.2 gsmSCF to gsmSSF information flows 
9.2.1 Activity Test 



9.2.1.1 



Description 



This IF is used to check for the continued existence of a relationship between the gsmSCF and gsmSSF. If the 
relationship is still in existence, then the gsmSSF will respond. If no reply is received, then the gsmSCF will assume 
that the gsmSSF has failed in some way and will take the appropriate action. 

9.2.1.2 Information Elements 

This IF contains no information elements. 



9.2.2 Apply Charging 



9.2.2.1 Description 

This IF is used for interacting from the gsmSCF with the gsmSSF charging mechanisms to control the call duration. 



9.2.2.2 



Information Elements 



Information element name 


MO 


MF 


MT 


Description 


ACh Billing Charging 
Characteristics 


M 


M 


M 


This IE specifies the charging related information to be provided 
by the gsmSSF and the conditions on which this information has 
to be provided back to the gsmSCF. 












Party To Charge 


M 


M 


M 


This IE shall be reflected in the corresponding IE of the Apply 
Charging Report operation. This IE has no effect on the charging 
procedures in the MSC. 



M Mandatory (The IE shall always be sent) 

ACh Billing Charging Characteristics contains the following information: 



Information element name 


MO 


MF 


MT 


Description 


Time Duration Charging 


M 


M 


M 


This IE is described in the next table. 



M Mandatory (The IE shall always be sent) 

Time Duration Charging contains the following information: 



Information element name 


MO 


MF 


MT 


Description 


Max Call Period Duration 


M 


M 


M 


This IE indicates the maximum call period duration timer. 


Tariff Switch Interval 











This IE indicates the tariff switch time until the next tariff 
switch applies. 


Release If Duration Exceeded 











This IE indicates that the call shall be released when the 
Max call Period Duration expires, with a warning tone if 
the Play Tone IE is present. The cause used in the 
release message shall be "normal unspecified". 
Default is to continue the call. 



M Mandatory (The IE shall always be sent) 
O Optional (Service logic dependent) 
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Release If Duration Exceeded contains the followin 


glE: 




Information element name 


MO 


MF 


MT Description 


Play Tone 










This IE is set if a tone lias to be played to the 

party for whom the BCSM is operating. If 

present, this IE indicates that 30 seconds 

before the Max Call Period Duration timer 

expires, 

a triple tone of 900 Hz (200 milliseconds tone, 

200 milliseconds pause) shall be played. 

This IE shall be absent if the call is not to be 
released. 



O Optional (Service logic dependant) 
- Not applicable 

9.2.3 Call Information Request 



9.2.3.1 



Description 



This IF is used to request the gsmSSF to record specific information about a single call and report it to the gsmSCF 
(with a CalllnformationReport) 



9.2.3.2 



Information Elements 



Information element name 


MO 


MF 


MT 


Description 


Requested Information Type 
List 


M 


M 


M 


This IE specifies a list of specific items of information which are 
requested. 


Leg ID 


M 


M 


M 


This IE indicates the party in the call for which information shall be 
collected. When absent, it indicates the 'outgoing' leg created with 
Connect or Continue. 



M Mandatory (The IE shall always be sent) 

Requested Information Type List contains the following information: 



Information element name 


MO 


MF 


MT 


Description 


Call Attempt Elapsed Time 











This IE indicates that the Call Attempt Elapsed Time is requested 
in the Call Information Report. 

Call Attempt Elapsed Time is the duration between the end of the 
CAMEL processing initiating call setup (Connect or Continue IF) 
and the received answer indication from the called party side. For 
the Calling Party, the value of Call Attempt Elapsed Time in the 
Call Information Report shall be set to 0. 


Call Stop Time 











This parameter indicates that the Call Stop Time is requested in 
the Call Information Report. 

Call Connected Elapsed Time is the time stamp when the 
connection is released. 


Call Connected Elapsed Time 











This parameter indicates that the Call Connected Elapsed Time is 

requested in the Call Information Report. 

Call Connected Elapsed Time is the duration between the 

received answer indication from the called party side and the 

release of the connection. 

For a Calling Party, it indicates the duration between the sending 

of InitialDP and the release of that party. 


Release Cause 











This parameter indicates the Release Cause is requested in the 

Call Information Report. 

Release Cause is the release cause for the call. 



O Optional (Service logic dependent) 
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9.2.4 Cancel 

9.2.4.1 Description 

This IF is used by the gsmSCF to request the gsmSSF to cancel all EDPs and reports. 

9.2.4.2 Information Elements 

The following information elements are used: 



Information element name 


MO 


MP 


MT 


Description 


All Requests 


M 


M 


M 


This IE indicates that all active requests for EventReportBCSIVI, 
ApplyChargingReport and CalllnformationReport shall be 
cancelled. 



M Mandatory (The IE shall always be sent) 



9.2.5 Connect 



9.2.5.1 



Description 



This IF is used to request the gsmSSF to perform the call processing actions to route a call to a specific destination. To 
do so, the gsmSSF may use destination information from the calling party and existing call set-up information 
depending on the information provided by the gsmSCF. 
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9.2.5.2 



Information Elements 



The following information elements are required: 



Information element name 


MO 


MF 


MT 


Description 


Alerting Pattern 


- 


- 





This parameter indicates the kind of Alerting Pattern to be 
applied. 


Calling Partys Category 











This IE indicates the type of calling party (e.g., operator, pay 
phone, ordinary subscriber). 


Destination Routing Address 


M 


M 


M 


This IE contains the called party number towards which the 
call is to be routed. 


Generic Number 











This IE contains the generic number. Its used to convey the 
additional calling party number, which e.g. could be used to 
modify the calling line ID presented to the called user. 


NA Carrier Information 











This IE is described in the next table. 


NA Originating Line Information 











This IE identifies the type of number in the NA Charge 
Number (e.g. subscriber versus PLIVIN operator number). 


NA Charge Number 











This IE identifies the chargeable number for the usage of a 
North American carrier. 


0-CSI Applicable 


- 


- 





This IE indicates that the 0-CSI, if present shall be applied on 
the outgoing leg. 


Original Called Party ID 











This IE carries the dialled digits if the call has met call 
forwarding on route to the gsmSSF or is forwarded by the 
gsmSCF. 


Redirecting Party ID 











This IE indicates the directory number the call was redirected 
from. 


Redirection Information 











This IE contains forwarding related information, such as 
redirecting counter. 


Suppression Of Announcements 


- 


- 





This IE indicates that announcements or tones generated as a 
result of unsuccessful call setup shall be suppressed. 



O Optional (Service logic dependent) 

- Not applicable 

NA Carrier Information contains the following information: 



Information element name 


MO 


MF 


MT 


Description 


NA Carrier Identification Code 


M 


M 


M 


This IE uniquely identifies a North American long distance carrier. 


NA Carrier Selection 
Information 


M 


M 


M 


This IE indicates the way the carrier was selected e.g.: 

-dialled 

- subscribed 



M Mandatory (The IE shall always be sent) 
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9.2.6 Connect To Resource 

9.2.6.1 Description 

This IF is used to connect a call from the gsmSSF to a gsmSRF. 

9.2.6.2 Information Elements 

The following information elements are required: 



Information element name 


MO 


MF 


MT 


Description 


Service Interaction Indicators 
Two 











This parameter indicates whether or not a bothway through 
connection is required between the Calling party and the gsmSRF. 
The handling when this IE is not present is defined in EN 301 070- 
1 ([71). 


Resource Address 











This IE indicates the physical location of the gsmSRF. 



O Optional (Service logic dependent) 

Resource Address contains the following information: 



Information element name 


MO 


MF 


MT 


Description 


IP Routing Address 











This IE indicates the routeing address to set up a connection 
towards the gsmSRF. 


None 











This parameter indicates that the call party is to be connected to a 
predefined gsmSRF. 



O Optional (Service logic dependent) 

9.2.7 Continue 



9.2.7.1 



Description 



This information flow requests the gsmSSF to proceed with call processing at the DP at which it previously suspended 
call processing to await gsmSCF instructions. The gsmSSF completes DP processing, and continues basic call 
processing (i.e., proceeds to the next point in call in the BCSM) without substituting new data from the gsmSCF. 

9.2.7.2 Information Elements 

This IF contains no information elements. 

9.2.8 Disconnect Forward Connection 

9.2.8.1 Description 

This IF is used: 

to disconnect a connection with a gsmSRF previously established with a Connect To Resource IF, 

to disconnect an initiating gsmSSF from an assisting gsmSSF and its associated gsmSRF. The IF is send to the 
initiating gsmSSF 

9.2.8.2 Information Elements 

This IF contains no information elements. 
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9.2.9 Establish Temporary Connection 



9.2.9.1 



Description 



This IF is used to create a connection between an initiating gsmSSF and an assisting gsmSSF as a part of the assist 
procedure. It can also be used to create a connection between a gsmSSF and a gsmSRF. 



9.2.9.2 



Information Elements 



The following information elements are required: 



Information element name 


MO 


MF 


MT 


Description 


Assisting SSP IP Routing 
Address 


M 


M 


M 


This parameter indicates the destination address of the gsmSRF 
or assisting gsmSSF for the assist procedure. As a network 
operator option, the Assisting SSP IP Routing Address may 
contain embedded within it, a "Correlation ID" and " Scf ID", but 
only if "Correlation ID" and "Scf ID" are not specified separately. 


Correlation ID 











This parameter is used for : 

- the correlation of dialogues from the initiating gsmSSF-> 
gsmSCF with dialogues from gsmSRF -> gsmSCF 

- the correlation of dialogues from the initiating gsmSSF-> 
gsmSCF with dialogues from assisting gsmSSF -> gsmSCF. 


NA Carrier Information 











This IE is described in the next table. 


NA Originating Line 
Information 











This IE identifies the type of number in the NA Charge Number 
(e.g. subscriber versus PLIVIN operator number). 


NA Charge Number 











This IE identifies the chargeable number for the usage of a North 
American carrier. 


Scf ID 











This parameter indicates the gsmSCF identifier 


Service Interaction Indicators 
Two 











This parameter indicates whether or not a bothway through 
connection is required between the Calling party and the 
gsmSRF. The handling when this IE is not present is defined in 
EN 301 070-1 ([7]). 



M Mandatory (The IE shall always be sent) 

O Optional (Service logic dependent) 

NA Carrier Information contains the following information: 



Information element name 


MO 


MF 


MT 


Description 


NA Carrier Identification Code 


M 


M 


M 


This IE uniquely identifies a North American long distance carrier. 


NA Carrier Selection 
Information 


M 


M 


M 


This IE indicates the way the carrier was selected e.g.: 

-dialled 

- subscribed 



M Mandatory (The IE shall always be sent) 

9.2.10 Furnish Charging Information 

This IF is used to request the gsmSSF to include call related information in the CAMEL specific logical call record. 
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9.2.10.1 Information Elements 

The following information elements are required: 



Information element name 


MO 


MF 


MT 


Description 


FCI Billing Charging 
Characteristics 


M 


M 


M 


This IE is described in the next table. 



M Mandatory (The IE shall always be sent) 

FCI Billing Charging Characteristics contains the following information: 



Information element name 


MO 


MF 


MT 


Description 


FCIBCCCAIVIEL Sequence 1 


M 


M 


M 


This IE is described in the next table. 



M Mandatory (The IE shall always be sent) 

FCIBCCCAMEL Sequence 1 contains the following information: 



Information element name 


MO 


MF 


MT 


Description 


Free Format Data 


M 


M 


M 


This IE is a free format data to be inserted in the CAMEL logical 
call record. 


Party To Charge 


M 


M 


M 


This IE indicates the party for whom a CAIVIEL logical call record 
will be created. 



M Mandatory (The IE shall always be sent) 

9.2.11 Release Call 

9.2.11.1 Description 

This IF is used to tear down by the gsmSCF an existing call at any phase of the call for all parties involved in the call. 

9.2.11.2 Information Elements 

The following information elements are required: 



Information element name 


MO 


MF 


MT 


Description 


Cause 


M 


M 


M 


A number giving an indication to the gsmSSF about the reason of 
releasing this specific call. This may be used by MSC/GMSC for 
generating specific tones to the different parties in the call or to fill 
in the "cause" in the release message. 



M Mandatory (The IE shall always be sent) 

9.2.12 Request Report BCSM Event 

9.2.12.1 Description 

This IF is used to request the gsmSSF to monitor for a call-related event, then send a notification back to the gsmSCF 
when the event is detected (see Event Report BCSM). 

9.2.12.2 Information Elements 

The following information elements are used: 



Information element name 


MO 


MF 


MT 


Description 


BCSM Event 


M 


M 


M 


This IE specifies the event or events of which a report is 
requested. 



M Mandatory (The IE shall always be sent) 
BCSM Event contains the following information: 
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Information element name 


MO 


MF 


MT 


Description 


Event type 


M 


M 


M 


This IE specifies the type of event of which a report is requested. 


Leg ID 


C 


C 


C 


This IE indicates the party in the call for which the event shall be 
reported. 


Monitor Mode 


M 


M 


M 


This IE indicates how the event shall be reported. 


DP Specific Criteria 











This IE is described in the next table. 



M Mandatory (The IE shall always be sent) 



C Conditional 



O Optional (Service logic dependent) 
DP Specific Criteria is defined as: 



Information element name 


MO 


MF 


MT 


Description 


Application Timer 











This IE carries additional timer duration information (timer values 
for No Answer event) required for arming No_Answer EDPs in the 
gsmSSF. The TNRy timer (value defined between 10s and 40s) 
shall be shorter than the network no answer timer. 



O Optional (Service logic dependent) 

9.2.13 Reset Timer 

9.2.13.1 Description 

This IF is used to refresh a timer. 

9.2.13.2 Information Elements 

The following information elements are required: 



Information element name 


MO 


MF 


MT 


Description 


Timer Value 


M 


M 


M 


This IE specifies the value to which the timer Tssf shall be set. 


Timer ID 











This IE has a default value indicating the Tssf value. 



M Mandatory (The IE shall always be sent) 
O Optional (Service logic dependent) 

9.2.14 Send Charging Information 



9.2.14.1 



Description 



This IF is used to send e-parameters from the gsmSCF to the gsmSSF. If charge advice information is received from the 
gsmSCF, it shall replace the charge advice information which would be generated by the MSC and inhibit any further 
generation of CAI by the MSC. Further processing of the charge advice information by the MSC shall be in accordance 
with the GSM Advice of Charge Supplementary Service. 

NOTE: If charge advice information is received from the gsmSCF after charge information has been generated by 
the MSC and sent to the MS, the behaviour of the service may be unpredictable or incorrect ; the service 
designer should therefore ensure that the first set of charge advice information is sent to the gsmSSF 
before charge information is sent to the to the MS. 

9.2.14.2 Information Elements 

The following information elements are only used for the MO case : 



Information element name 


MO 


Description 


SCI Billing Charging 
Characteristics 


M 


This IE defines the Advice Of Charge related information to be 
provided to the Mobile Station 


Leg ID 


M 


This IE indicates where the charging information shall be sent. 



M Mandatory (The IE shall always be sent) 
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Information element name 


MO 


Description 


AOC After Answer 


C 


This IE is sent after an Answer from event has been detected from 
the called party, the current connected SRF or the temporary 
connection. 


AOC Before Answer 


c 


This IE is sent before an Answer event has been detected from 
the called party, the current connected SRF or the temporary 
connection. 



C Conditional (only one of these lEs may be sent) 
AOC Before Answer is defined as: 



Information element name 


MO 


Description 


AOC Initial 


M 


This IE contains CAI elements as defined in 3GPP TS 02.24 [14]. 


AOC Subsequent 





See definition in the next table. 



M Mandatory (The IE shall always be sent) 
O Optional (Service logic dependent) 
AOCSubsequent is defined as: 



Information element name 


MO 


Description 


CAI Elements 


M 


This IE contains CAI elements as defined in 3GPP TS 02.24 [14]. 


Tariff Switch Interval 





This IE indicates the tariff switch time until the next tariff switch 
applies. 



M Mandatory (The IE shall always be sent) 
O Optional (Service logic dependent) 
AOC After Answer is defined as: 



information element name 


MO 


Description 


CAI Elements 


M 


This IE contains CAI elements as defined in 3GPP TS 02.24 [14]. 


Tariff Switch Interval 





This IE indicates the tariff switch time until the next tariff switch 
applies. 



M Mandatory (The IE shall always be sent) 

9.3 Optional (Service logic dependent) gsmSCF to gsmSRF 
information flows 

9.3.1 Cancel 

9.3.1.1 Description 

This IF is used by the gsmSCF to request the gsmSRF to cancel a correlated previous operation. 

9.3.1.2 Information Elements 

The following information elements are used: 



Information element name 


MO 


MP 


MT 


Description 


Invoke ID 


M 


M 


M 


This IE specifies the operation to be cancelled. 



M Mandatory (The IE shall always be sent) 

9.3.2 Play Announcement 
9.3.2.1 Description 

This IF is used for inband interaction. 
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9.3.2.2 



Information Elements 



The following information elements are required: 



Information element name 


MO 


MP 


MT 


Description 


Information To Send 


M 


M 


M 


This IE indicates an announcement or a tone to be sent to the 
end user by the gsmSRF. 


Disconnect From IP Forbidden 


M 


M 


M 


This IE indicates whether or not the gsmSRF may be 
disconnected from the user when all information has been 
sent. 


Request Announcement 
Complete 


M 


M 


M 


This IE indicates whether or not a SpecializedResourceReport 
shall be sent to the gsmSCF when all information has been 
sent. 



M Mandatory (The IE shall always be sent) 

O Optional (Service logic dependent) 

Information To Send contains the following information: 



Information element name 


MO 


MP 


MT 


Description 


Inband Info 











This IE indicates the inband information to be sent. 


Tone 











This IE indicates the tone to be sent. The mapping from the code 
points of this IE to tones is a matter for agreement between the 
gsmSCF operator and the gsmSRF operator. 


Optional (Service logic dependent) 

Inband Info contains the following information: 


Information element name 


MO 


MP 


MT 


Description 


Message ID 


M 


M 


M 


This IE is described in the next table. 


Number Of Repetitions 


M 


M 


M 


This IE indicates the maximum number of times the message 
shall be sent to the end-user. 


Duration 











This IE indicates the maximum duration time in seconds that the 
message shall be played/repeated. Zero indicates endless 
repetition. 


Interval 











This IE indicates the time interval in seconds between two 
repetitions. 



M Mandatory (The IE shall always be sent) 
O Optional (Service logic dependent) 
Message ID contains the following information: 



Information element name 


MO 


MP 


MT 


Description 


Elementary IVIessage ID 











This IE indicates a single announcement 


Text 











This IE indicates a text to be sent. The text shall be transformed 
to inband information (speech) by the gsmSRF. 


Elementary Message IDs 











This IE indicates a sequence of announcements 


Variable Message 











This IE indicates an announcement with one or more variable 
parts. 


O Optional (Service logic dependent) 
Tone contains the following information: 


Information element name 


MO 


MP 


MT 


Description 


Tone ID 


M 


M 


M 


This IE indicates the tone to be sent. 


Duration 











This IE indicates the maximum duration time in seconds that the 
message shall be played/repeated. Zero indicates endless 
repetition. 



M Mandatory (The IE shall always be sent) 
O Optional (Service logic dependent) 
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9.3.3 Prompt And Collect User Information (received information) 
9.3.3.1 Description 

This IF is used to interact with a call party in order to collect information. 



9.3.3.2 



Information Elements 



The following information elements are required: 



Information element name 


MO 


MF 


MT 


Description 


Collected Info 


M 


M 


M 


This IE is described in the next table. 


Information To Send 











This IE indicates an announcement or a tone to be sent to the 
end user by the gsmSRF. 


Disconnect From IP Forbidden 











This IE indicates whether the gsmSRF should be 
disconnected from the user when all information has been 
sent. 



O Optional (Service logic dependent) 
Collected Info contains the following information: 



Information element name 


MO 


MF 


MT 


Description 


Collected Digits 


M 


M 


M 


This IE is described in the next table. 



O Optional (Service logic dependent) 

Collected Digits contains the following information: 



Information element name 


MO 


MF 


MT 


Description 


Minimum Number Of Digits 


M 


M 


M 


This IE indicates the minimum number of valid digits to be 
collected. 


IVIaximum Number Of Digits 











This IE specifies the maximum number of valid digits to be 
collected 


End Of Reply Digit 











This IE indicates the digit(s) used to signal the end of input. 


Cancel Digit 











If this IE is present, the cancel digit can be entered by the user to 
request a possible retry 


start Digit 











If this IE is present, the start digit(s) indicates the start of the valid 
digits to be collected. 


First Digit Time Out 











If this IE is present, the first digit shall be received before the 
expiration of the first digit timer expiration 


Inter Digit Time Out 











If this IE is present, any subsequent valid or invalid digit shall be 
received by the gsmSRF before the inter digit timer expires. 


Error Treatment 











This IE indicates what specific action shall be taken by the 
gsmSRF in the event of error conditions occurring. 


Interruptable Ann Ind 











If this IE is set to TRUE (default value) the announcement is 
interrupted after the first valid or invalid digit received by the 
gsmSRF. If this IE is present and explicitly set to FALSE, the 
announcement will not be interrupted after the first digit is 
received by the gsmSRF 


Voice Information 











This IE is optional, where the default value is specified being 
FALSE. If the Voicelnformation IE is set to FALSE, all valid or 
invalid digits are entered by DTIVIF If this IE is present and 
explicitly set to TRUE, calling user is required to provide all valid 
or invalid information by speech 


Voice Back 











This IE is optional, where the default value is specified being 
FALSE. If the VoiceBack IE is set to FALSE, no voice back 
information is given by the gsmSRF If this IE is present and 
explicitly set to TRUE, the valid input digits received by the 
gsmSRF will be announced back to the calling user immediately 
after the end of input is received 



O Optional (Service logic dependent) 
InformationToSend is defined in subclause 9.3.3. 
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9.3.4 Activity Test 



9.3.4.1 



Description 



This IF is used to check for the continued existence of a relationship between the gsmSCF and gsmSRF. If the 
relationship is still in existence, then the gsmSRF will respond. If no reply is received, then the gsmSCF will assume 
that the gsmSRF has failed in some way and will take the appropriate action. 

9.3.4.2 Information Elements 

This IF contains no information elements. 

9.4 gsmSRF to gsmSCF information flows 

9.4.1 Assist Request Instructions 

9.4.1.1 Description 

This IF is sent to the gsmSCF by a gsmSSF which is acting as the assisting gsmSSF or by a gsmSRF 

9.4.1.2 Information Elements 

The following information elements are required: 



Information element name 


MO 


MF 


MT 


Description 


CorrelationID 


M 


M 


M 


This IE is used to associate the AssistRequestlnstructions IF 
from an assisting gsmSSF or by a gsmSRF with the InitialDP 
from the initiating gsmSSF. 


IP SSP Capabilities 


M 


M 


M 


This IE indicates which SRF resources are attached, available 
and supported within the MSC where the gsmSSF resides or 
the IP in which the gsmSRF resides. 



M Mandatory (The IE shall always be sent) 

9.4.2 Prompt And Collect User Information ack (received information) 

9.4.2.1 Description 

This IF is used by the gsmSRF to indicate the result a Prompt And Collect User Information IF. 

9.4.2.2 Information Elements 

The following information elements are required: 



Information element name 


MO 


MF 


MT 


Description 


Digits Response 


C 


C 


C 


This IE indicates the digit sequence received from the end user 



C Conditional (The IE shall be sent, if available) 

9.4.3 Specialized Resource Report 

9.4.3.1 Description 

This IF is used to response to a Play Announcement IF when the announcement complete indication is set. 

9.4.3.2 Information Elements 

This IF contains no information elements. 
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This IF is the response to the Activity Test. 
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9.5 gsmSCF to Assisting SSF information flows 

9.5.1 Cancel 
9.5.1.1 Description 

This IF is described in section 9.3. 

9.5.2 Connect To Resource 
9.5.2.1 Description 

This IF is described in section 9.2. 

9.5.3 Play Announcement 
9.5.3.1 Description 

This IF is described in section 9.3.. 

9.5.4 Prompt And Collect User Information 
9.5.4.1 Description 

This IF is described in section 9.3. 

9.5.5 Reset Timer 
9.5.5.1 Description 

This IF is described in section 9.2. 

9.5.6 Activity Test 



9.5.6.1 



Description 



This IF is used to check for the continued existence of a relationship between the gsmSCF and assistSSF. If the 
relationship is still in existence, then the assistSSF will respond. If no reply is received, then the gsmSCF will assume 
that the assistSSF has failed in some way and will take the appropriate action. 

9.5.6.2 Information Elements 

This IF contains no information elements. 
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9.6 Assisting SSF to gsmSCF information flows 
9.6.1 Assist Request Instructions 



9.6.1.1 Description 

This IF is defined in subclause 9.4. 



9.6.2 Prompt And Collect User Information ack (received information) 



9.6.2.1 Description 

This IF is described in section 9.4. 

9.6.3 Specialized Resource Report 
9.6.3.1 Description 

This IF is described in section 9.4. 

9.6.4 Activity Test ack 

9.6.4.1 Description 

This IF is the response to the Activity Test. 

9.6.4.2 Information Elements 

This IF contains no information elements. 

9.7 gsmSCF to HLR information flows 
9.7.1 Any Time Interrogation Request 
9.7.1.1 Description 

This IF is used to request information (subscriber state and location) from the HLR at any time. 



9.7.1.2 



Information Elements 



The following information elements are required: 



Information element name 


Required 


Description 


gsmSCF Address 


M 


This IE indicates the address of the interrogating gsmSCF. 


Requested Info 


M 


This IE indicates the type of subscriber information being requested: 

- subscriber location 

- subscriber state 


Subscriber Identity 


M 


This IE identifies the subscriber for which the information is requested. 
The identity can be one of: 
-IMSI 
- MSISDN 



M Mandatory (The IE shall always be sent) 
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9.7.2 Unstructured SS Request 

9.7.2.1 Description 

This interface is used for the gsmSCF to request data from the MS via the HLR. 

9.7.2.2 Information Elements 

The following information elements are required: 
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Information element name 


Required 


Description 


USSD String 


M 


This IE contains the string that will be sent to the MS. 


Data Coding Scheme 


M 


This IE indicates the characteristics of the USSD string 


IMS! 


C 


This IE identifies the subscriber for which the information is requested 


Alerting Pattern 





This IE indicates an alerting pattern to be sent to the IVIS. 



M Mandatory (The IE shall always be sent) 

C Conditional (This IE shall be sent if this IF is the first IF in a USSD dialogue) 

O Optional (Service Logic dependent) 

9.7.3 Unstructured SS Notify 
9.7.3.1 Description 

This interface is used for the gsmSCF to send data to the MS via the HLR. 



9.7.3.2 



Information Elements 



The following information elements are required: 



Information element name 


Required 


Description 


USSD String 


M 


This IE contains the string that will be sent to the MS. 


Data Coding Scheme 


M 


This IE indicates the characteristics of the USSD string 


IMSI 


C 


This IE identifies the subscriber for which the information is requested. 


Alerting Pattern 





This IE indicates an alerting pattern to be sent to the MS. 



M Mandatory (The IE shall always be sent) 

C Conditional (This IE shall be sent if this IF is the first IF in a USSD dialogue) 

O Optional (Service Logic dependent) 

9.7.4 Process Unstructured SS Data ack 

9.7.4.1 Description 

This interface is used for the gsmSCF to send the response to the MS via the HLR for the MS initiated operation. 

9.7.4.2 Information Elements 

The following information element is required: 



Information element name 


Required 


Description 


SS User Data 


C 


This IE contains the string that will be sent to the MS. 



C Conditional (The IE shall be sent, if requested and available) 
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9.7.5 Process Unstructured SS Request ack 

9.7.5.1 Description 

This interface is used for the gsmSCF to send the response to the MS via the HLR for the MS initiated operation. 

9.7.5.2 Information Elements 

The following information elements are required: 



Information element name 


Required 


Description 


USSD String 


C 


This IE contains the string that will be sent to the MS. 


Data Coding Scheme 


C 


This IE indicates the characteristics of the USSD string 



C Conditional (the presence of the IE depends on the application. Both lEs shall be sent.) 

9.8 HLR to gsmSCF information flows 
9.8.1 Any Time Interrogation ack 
9.8.1.1 Description 

This IF is used by the HLR to provide the requested information to the gsmSCF. 



9.8.1.2 



Information Elements 



The following information elements are required: 



Information element name 


Required 


Description 


Location Information 


C 


This IE indicates the location of the served subscriber. 


Subscriber State 


C 


This IE indicates the status of the IVIS. The possible values of the IE 
are: 

- CAMELBusy: The VLR has indicated that the MS is engaged on a 
transaction for a mobile originating or terminated circuit-switched call. 

- NetworkDeterminedNotReachable: The VLR has indicated that the 
network can determine from its internal data that the MS is not 
reachable. 

- Assumedldle: The VLR has indicated that the state of the MS is 
neither "CAMELBusy" nor "NetworkDeterminedNotReachable". 

NotProvidedFromVLR: The VLR did not provide any information on 
subscriber state even though it was requested. 



C Conditional (The IE shall be sent, if requested and available) 
Location Information contains the following information: 



Information element name 


Required 


Description 


Location Number 


C 


See 3GPPTS 03.18 [31. 


CellldOrLAI 


C 


See3GPPTS03.18[3]. 


Geographical Information 


c 


See3GPPTS03.18[3]. 


Age Of Location Information 


c 


See3GPPTS03.18[3]. 


VLR number 


c 


See3GPPTS03.18[3]. 



C Conditional (The IE shall be sent, if available) 

9.8.2 Unstructured SS Request ack 
9.8.2.1 Description 

This interface is used for the MS to via the HLR send the response to the gsmSCF for the gsmSCF initiated operation. 
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Information element name 


Required 


Description 


USSD String 


C 


This IE contains the string that will be sent to the gsmSCF. 


Data Coding Scheme 


C 


This IE indicates the characteristics of the USSD string 



C Conditional (The presence of the IE depends on the application. Both lEs shall be sent.) 

9.8.3 Unstructured SS Notify ack 

This IE contains no information element. 

9.8.3.1 Description 

This interface is used for the MS to via the HLR acknowledge to the gsmSCF that the notification was received. 

9.8.4 Process Unstructured SS Data 

9.8.4.1 Description 

This interface is used for the gsmSCF to request data from the MS via the HLR. 

9.8.4.2 Information Elements 

The following information elements are required: 



Information element name 


Required 


Description 


SS User Data 


M 


This IE contains the string that will be sent to the MS. 



M Mandatory (The IE shall always be sent) 

9.8.5 Process Unstructured SS Request 

9.8.5.1 Description 

This interface is used for the MS to request data from the gsmSCF via the HLR. 

9.8.5.2 Information Elements 

The following information elements are required: 



Information element name 


Required 


Description 


USSD String 


M 


This IE contains the string that will be sent to the gsmSCF, including the 
Service Code. 


Data Coding Scheme 


M 


This IE indicates the characteristics of the USSD string 


IMSI 


M 


This IE identifies the subscriber. 


MSISDN 





This IE contains the basic IVISISDN of the subscriber who has requested 
the USSD operation. This IE is used as an operator option. 


Originating Entity Number 


M 


This IE identifies the functional entity initiating the information flow. 
In this case, this shall be the address of the HLR. 



M Mandatory (The IE shall always be sent) 
O Optional (Operator option) 

9.8.6 Begin Subscriber Activity 
9.8.6.1 Description 

This Information Flow is used by the HLR to start subscriber activity towards the gsmSCF for USSD purposes. 
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Information element name 


Required 


Description 


IMSI 


M 


This IE identifies the subscriber. 


Originating Entity Number 


IVI 


This IE identifies the functional entity initiating the subscriber activity. 
In this case, this shall be the address of the HLR. 



M Mandatory (The IE shall always be sent) 



9.9 



HLR to VLR information flows 



9.9.1 Delete Subscriber Data 

9.9.1.1 Description 

This IF is specified in 3GPP TS 09.02 [4] and is used by the HLR to delete subscriber data in the VLR. 

9.9.1.2 Information Elements 

The Delete Subscriber Data contains the following CAMEL specific IE: 



Information element name 


Required 


Description 


CAI\/IEL Subscription Info 
Withdraw 


C 


This IE identifies that all CSIs shall be deleted from the subscriber data 
in VLR. 



C Conditional (The IE shall be sent when deletion is requested) 

9.9.2 Insert Subscriber Data 

9.9.2.1 Description 

This IF is specified in 3GPP TS 09.02 [4] and used by the HLR to insert subscriber data in the VLR. 

9.9.2.2 Information Elements 

Insert Subscriber Data contains the following CAMEL specific IE: 



Information element name 


Required 


Description 


0-CSI 


C 


This IE identifies the subscriber as having originating CAI\/IEL services. 


SS-CSI 


c 


This IE identifies the subscriber as having supplementary service 
invocation notification services. It contains the Notification Criteria and 
gsmSCFAddress. 



C Conditional (The IE shall be sent, if required) 
O-CSI contains the following information: 



Information element name 


Required 


Description 


gsmSCF Address 


M 


This IE is described in section 6.1 


Service Key 


M 


This IE is described in section 6.1 . 


Default Call Handling 


IVI 


This IE is described in section 6.1 . 


TDP List 


IVI 


This IE is described in section 6.1 . 


DP Criteria 





This IE is described in section 6.1 . 


CAI\/IEL Capability Handling 


C 


This IE is described in section 6.1 . If this IE is absent, this indicates 
that CAMEL phase 1 is asked. 



M Mandatory 

C Conditional 

O Optional (service logic dependant) 
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9.9.3 Provide Subscriber Info 

9.9.3.1 Description 

This IF is used by the HLR to request information (subscriber state and location) from the VLR at any time. 

9.9.3.2 Information Elements 

Provide Subscriber Info contains the following CAMEL specific IE: 



Information element name 


Required 


Description 


Requested Info 


M 


This IE indicates the type of subscriber information to the gsmSCF. 

- subscriber location 

- subscriber state 


Subscriber Identity 


M 


This IE identifies the subscriber for which the information is 
requested. The identity can be: 

- IMSI: The IMSI shall be accompanied by a LIVISI if one was 
provided by the VLR. 



M Mandatory (The IE shall always be sent) 

9.9.4 Provide Roaming Number 
9.9.4.1 Description 

This IF is specified in 3GPP TS 03.18 [3] and used by the HLR to request a roaming number from the VLR. 



9.9.4.2 



Information Elements 



Provide Roaming Number contains the following CAMEL specific IE: 



Information element name 


Required 


Description 


Suppression Of Announcements 


C 


This IE indicates that announcements or tones generated as 
a result of unsuccessful call setup shall be suppressed. 


Call Reference Number 


M 


This IE carries the Call Reference Number provided by the 
GMSC in the Send Routeing Info IF. 


GMSC Address 


M 


This IE is the E.I 64 address of the GMSC 


Alerting Pattern 


C 


This IE indicates the kind of Alerting Pattern to be applied. 


GMSC CAMEL Phases 


C 


This IE indicates the CAMEL Phases supported in the 
GMSC. 



M Mandatory (The IE shall always be sent) 

C Conditional (The IE shall be sent, if received from the GMSC in the Send Routeing Info) 

9.1 VLR to HLR information flows 
9.10.1 Insert Subscriber Data ack 
9.10.1.1 Description 

This IF is specified in 3GPP TS 09.02 [4] and used by the VLR to indicate to the HLR the result of the Insert Subscriber 
Data IF. 
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9.10.1.2 Information Elements 

Insert Subscriber Data ack contains the following CAMEL specific IE: 



Information element name 


Required 


Description 


Supported CAMEL Phases 


C 


This IE identifies which CAMEL phases are supported by the 
MSC/VLR. 



C Conditional (The IE shall always be sent when a CSI has been included in the ISD) 

9.10.2 Provide Subscriber Info ack 
9.10.2.1 Description 

This IF is used by the VLR to provide the requested information to the HLR. 



9.10.2.2 



Information Elements 



Provide Subscriber Info ack contains the following CAMEL specific IE: 



Information element name 


Required 


Description 


Location Information 


C 


This IE indicates the location of the served subscriber. The elements 
contained in this IE are specified in 3GPP TS 03.18 [3]. 


Subscriber State 


C 


This IE indicates the status of the MS. The states are: 

- CAMELBusy: The MS is engaged on a transaction for a mobile 
originating or terminated circuit-switched call. 

- NetworkDeterminedNotReachable: The network can determine 
from its internal data that the MS is not reachable. 

- Assumedldle: The state of the MS is neither "CAMELBusy" nor 
"NetworkDeterminedNotReachable". 



C Conditional (The IE shall be sent, if requested and available) 

9.10.3 Update Location 

9.10.3.1 Description 

This IF is used by the VLR to provide the information about supported CAMEL phases to the HLR. 

9.10.3.2 Information Elements 

Update Location contains the following CAMEL specific IE: 



Information element name 


Required 


Description 


Supported CAMEL phases 


C 


This IE indicates which phases of CAMEL are supported. It shall be 
present if a CAMEL phase different from phase 1 is supported. 
Otherwise may be absent. 



9.10.4 Restore Data 

9.10.4.1 Description 

This IF is used by the VLR to provide the information about supported CAMEL phases to the HLR. 



ETSI 



3GPP TS 03.78 version 7.6.1 Release 1998 



191 



ETSI TS 101 441 V7.6.1 (2001-06) 



9.10.4.2 



Information Elements 



Restore Data contains the following CAMEL specific IE: 



Information element name 


Required 


Description 


Supported CAMEL phases 


C 


This IE indicates which phases of CAI\/1EL are supported. It shall be 
present if a CAMEL phase different from phase 1 is supported. 
Otherwise may be absent. 



9.1 1 HLR to GMSC information flows 
9.11 .1 Send Routeing Info ack 



9.11.1.1 



Description 



This IF is specified in 3GPP TS 03.18 [3] and is used by the HLR to transfer the requested routeing information to the 
GMSC. 



9.11.1.2 



Information Elements 



Send Routeing Info ack contains the following CAMEL specific IE: 



Information element name 


Required 


Description 


Location Information 


C 


This IE indicates the location of the served subscriber. 


0-CSI 


C 


This IE identifies the subscriber as having originating CAMEL services. 
Shall be sent if 0-CSI is active, and CPU or CFNRc has been invoked, 
or if both 0-CSI and T-CSI are active. 


Subscriber State 


c 


This IE indicates the status of the MS. The possible values of the IE 
are: 

- CAMELBusy: The VLR has indicated that the MS is engaged on a 
transaction for a mobile originating or terminated circuit-switched call. 

NetworkDeterminedNotReachable: The VLR has indicated that the 
network can determine from its internal data that the MS is not 
reachable. 

- Assumedldle: The VLR has indicated that the state of the MS is 
neither "CAMELBusy" nor "NetworkDeterminedNotReachable". 

NotProvidedFromVLR: The VLR did not provide any information on 
subscriber state even though it was requested. 


T-CSI 


c 


This IE identifies the subscriber as having terminating CAMEL 

services. 

Shall be sent if T-CSI is active and no Suppress T-CSI indicator is 

present in the SRI. 


Basic Service Code 


c 


This IE indicates the type of basic service i.e., teleservice or bearer 
service. 


CUG Subscription Flag 


c 


This IE indicates if the called party has a CUG subscription. It shall 
only be sent if the T-CSI is active and included in the Send Routing 
Information ack. 



C Conditional (The IE shall be sent, if available) 

C Conditional (The IE shall be sent, if available and indicated by Subscriber Information in Send Routeing 
Information ack indicator.) 

Location Information contains the following information: 



Information element name 


Required 


Description 


Location Number 


C 


See3GPPTS03.18[3]. 


CellldOrLAI 


C 


See3GPPTS03.18[3]. 


Geographical Information 


c 


See3GPPTS03.18[3]. 


Age Of Location Information 


c 


See3GPPTS03.18[3]. 


VLR number 


c 


See3GPPTS03.18[3]. 



C Conditional (The IE shall be sent, if available) 
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C Conditional (The IE shall be sent, if available and indicated by Subscriber Information in Send Routeing 
Information ack indicator.) 

0-CSI is defined in section 0. 

T-CSI contains the following information: 



Information element name 


Required 


Description 


gsmSCF Address 


M 


This IE is described in section 6.1 . 


Service Key 


M 


This IE is described in section 6.1 . 


Default Call Handling 


M 


This IE is described in section 6.1 . 


TDP List 


M 


This IE is described in section 6.1 . 


CAMEL Capability Handling 


C 


This IE is described in section 6.1 . If this IE is absent, this indicates 
that CAIVIEL phase 1 is asked. 



M Mandatory 
C Conditional 



9.12 GMSC to HLR information flows 

9.12.1 Send Routeing Info 
9.12.1.1 Description 

This IF is described in 3GPP TS 03.18 [3] and is used to request information from the HLR to route an MT call. 



9.12.1.2 



Information Elements 



Send Routeing Info contains the following CAMEL specific IE: 



Information element name 


Required 


Description 


Alerting Pattern 


C 


This IE indicates the kind of Alerting Pattern to be applied. 


Suppression Of Announcement 


C 


This IE indicates that announcements or tones generated as a 
result of unsuccessful call setup shall be suppressed. 
Shall be sent in the interrogation if available, i.e., when it has 
been received from the gsmSCF. 


Suppress T-CSI 


c 


This IE indicates that T-CSI shall be suppressed. 
Shall always be sent in the second interrogation 


Supported CAIVIEL Phases 


M 


This IE lists the supported CAMEL phases. 


Call Reference Number 


M 


This IE carries the Call Reference Number allocated for the call 

by the GMSC. 

Shall be allocated once per call and sent in both first and second 

interrogations. 


GMSC Address 


M 


This IE is the E.I 64 address of the GMSC 



C Conditional (The IE shall be sent, if received from the gsmSCF or set by the gsmSSF) 
M Mandatory (The IE shall always be sent when the GMSC supports CAMEL) 
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9.1 3 MSC to gsmSCF information flows 
9.13.1 SS Invocation Notification 

9.13.1.1 Description 

This IF is generated by the MSC when it shall notify the gsmSCF of a supplementary service invocation. 

9.13.1.2 Information Elements 

The following information elements are required: 



Information element name 


Required 


Description 


Notification Event 


M 


This IE indicates the supplementary service invocation, 
resulting in the SS Invocation Notification IF. 
Only the following Supplementary Services are allowed : 
Explicit Call Transfer, Call Deflection, IVIuIti Party. 


Notification Event Specific 
Information 


C 


In the case of ECT, the sending entity shall include the 

called party for each call originated by the subscriber and 

relevant to the ECT invocation. Note : the subscriber may 

have originated zero, one or two calls relevant to the ECT 

service. 

In the case of CD, the deflected to number shall be 

included in this information element. 

In the case of MPTY, this IE shall be omitted. 


IMS! 


M 


This IE identifies the mobile subscriber who has invoked 
the supplementary service to be notified. 


MSISDN 


M 


This IE identifies the mobile subscriber who has invoked 
the supplementary service to be notified. 



M Mandatory (The IE shall always be sent) 

C Conditional (The IE shall be sent if applicable) 

9.14 VMSC to GMSC information flows 
9.14.1 Resume Call Handling 

9.14.1.1 Description 

This IF is described in 3GPP TS 03.79 [15] and is used to request the GMSC to take over handling the call so that it can 
be forwarded from the GMSC. 

9.14.1.2 Information Elements 

Resume Call Handling contains the following CAMEL specific IE: 



Information element name 


Required 


Description 


0-CSI 


C 


This IE contains 0-CSI without triggering criteria. It indicates that 

CAMEL handling applies for a forwarded call. 

Shall be present if CAIVIEL handling applies; otherwise shall be 

absent. 



C Conditional (The IE shall be sent if applicable) 
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9.1 5 MSC to VLR information flows 
9.15.1 Send Info For Outgoing Call 



9.15.1.1 



Description 



This IF is described in 3GPP TS 03.18 [3] and is used to request the VLR to provide information to handle an outgoing 
call. 

9.15.1.2 Information Elements 

Send Info For Outgoing Call contains the following CAMEL specific IE 



Information element name 


Required 


Description 


Suppress 0-CSI 


C 


This IE indicates that 0-CSI shall be suppressed. 
Shall always be sent in the second interrogation. 



C Conditional (The IE shall be sent if applicable) 

9.15.2 Send Info For Reconnected Call 
9.15.2.1 Description 

This IF is used to request the VLR to provide information to handle a reconnected call. 



9.15.2.2 



Information Elements 



Send Info For Reconnected Call contains the following IE 



Information element name 


Required 


Description 


Called number 


M 


E.I 64 number of the call destination. 


Bearer service 


C 


Bearer service required for the MO call, derived from the GSIVI 
bearer capability information received in the setup request from the 
IVIS. One of bearer service or teleservice shall be present. 


Teleservice 


C 


Teleservice required for the MO call, derived from the GSM bearer 
capability information received in the setup request from the MS or 
from the emergency setup request from the MS. One of bearer 
service or teleservice shall be present. 


CUG index 


C 


For the definition of this IE, see ETS 300 546 [9]. Shall be present if 
it was received in the setup request from the MS. 


Suppress preferential CUG 


c 


For the definition of this IE, see ETS 300 546 [9]. Shall be present If 
it was received in the setup request from the MS. 


Suppress CUG outgoing access 


c 


For the definition of this IE, see ETS 300 546 [9]. Shall be present if 
it was received in the setup request from the MS. 


Suppress 0-CSI 


c 


This IE indicates that 0-CSI shall be suppressed. 
Shall always be sent in the second interrogation. 



M Mandatory (The IE shall always be sent) 

C Conditional (The IE shall be sent if applicable) 

9.1 6 VLR to IVISC information flows 

9.16.1 Complete Call 
9.16.1.1 Description 

This IF is described in 3GPP TS 03.18 [3] and is used to instruct the MSC to continue the connection of a call. 
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9.16.1.2 



Information Elements 



Complete Call contains the following CAMEL specific IE: 



Information element name 


Required 


Description 


0-CSI 


C 


This IE indicates tliat CAIVIEL handling applies for an MO call. 
Shall be present in the response to the first interrogation for an 
IVIO call if CAMEL handling applies; otherwise shall be absent. 
Shall be absent in the response to the second interrogation for an 
MO call and in the response to the interrogation for an MT call. 


Call Reference Number 


M 


This IE carries the Call Reference Number provided by the HLR 
in the Provide Roaming Number IF. 


GMSC Address 


M 


This IE is the E.1 64 address of the GMSC. 



M Mandatory (The IE shall always be sent) 

C Conditional (The IE shall be sent if applicable) 

9. 1 6.2 Process Call Waiting 

9.16.2.1 Description 

This IF is described in 3GPP TS 03.18 [3] and is used to instruct the MSC to continue the connection of a waiting call. 

9.16.2.2 Information Elements 

Process Call Waiting contains the following CAMEL specific IE: 



Information element name 


Required 


Description 


Call Reference Number 


M 


This IE carries the Call Reference Number provided by the HLR 
in the Provide Roaming Number IF. 


GMSC Address 


M 


This IE is the E.1 64 address of the GMSC. 



M Mandatory (The IE shall always be sent) 

9.16.3 Send Info For Incoming Call ack 

9.16.3.1 Description 

This IF is described in 3GPP TS 03.18 [3] and is used to indicate that the incoming call for which the MSC requested 
subscription information shall be forwarded. 

9.16.3.2 Information Elements 

Send Info For Incoming Call ack contains the following CAMEL specific IE: 



Information element name 


Required 


Description 


0-CSI 


C 


This IE indicates that CAMEL handling applies for a forwarded 

call. 

Shall be present if CAMEL handling applies; otherwise shall be 

absent. 


Suppression Of Announcement 


C 


This IE indicates that announcements or tones generated when 
the call is forwarded shall be suppressed. 
Shall be sent if it was received in the Provide Roaming Number 
for this call. 


Call Reference Number 


M 


This IE carries the Call Reference Number provided by the HLR 
in the Provide Roaming Number IF. 


GMSC Address 


M 


This IE is the E.1 64 address of the GMSC. 


SS-CSI 


C 


This IE indicates that SS invocation notification applies for the 

call. 

Shall be present if SS invocation notification is required if Call 

Deflection is invoked; otherwise shall be absent. 



M Mandatory (The IE shall always be sent) 
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C Conditional (The IE shall be sent if applicable) 

9.16.4 Send Info For Incoming Call negative response 
9.16.4.1 Description 

This IF is described in 3GPP TS 03.18 [3] and is used to indicate that the incoming call for which the MSC requested 
subscription information shall not be connected. 



9.16.4.2 



Information Elements 



Send Info For Incoming Call negative response contains the following CAMEL specific IE which may be attached as a 
IE to any of the negative response values defined in 3GPP TS 03.18 [3]: 



Information element name 


Required 


Description 


Suppression Of Announcement 


C 


This IE indicates tliat announcements or tones generated as a 
result of unsuccessful call setup shall be suppressed. 
Shall be sent if it was received in the Provide Roaming Number 
for this call. 



C Conditional (The IE shall be sent if applicable) 
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10 Interaction with supplementary services 

10.1 Line identification 

For further study. 

10.2 Call forwarding services 

10.2.1 Registration of Call Forwarding 

The functional behaviour for the registration of the Call Forwarding supplementary service is defined in 3GPP TS 03.82 
[13]. The procedure specific to CAMEL is defined in this subclause: 

- CAMEL_Check_CF_Interaction 

10.2.2 Invocation of Call Forwarding 

The functional behaviour for the invocation of the Call Forwarding supplementary service is defined in 3GPP TS 03.18 
[3]. The following additional requirements apply. 

When call forwarding is invoked for a CAMEL subscriber with O-CSI, the gsmSSF shall send the FTN to the gsmSCF 
in the format in which it was received from the HLR. 

An HLR shall not send an FTN which is not in international E. 164 format to a VLR or GMSC which does not support 
CAMEL phase 2, i.e.:if the HLR is handling a request from a GMSC for routeing information and the forwarded-to 
number is registered a format other than international E.164, the service logic in the HLR shall behave as if the call 
forwarding is provisioned but not registered. 



10.3 Call Barring services 



When a CAMEL subscriber with O-CSI and TIF-CSI attempts to activate a conditional call barring service 
(BOIC,BOIC-exHC), the HLR shall not check the interactions with call forwarding. 



ETSI 



3GPP TS 03.78 version 7.6.1 Release 1998 



198 



ETSI TS 101 441 V7.6.1 (2001-06) 



Procedure CAMEL Check CF Interaction 



1(1) 



'Procedu re r the H LR lo check t'he, 
provision of TIF-CSI. 





ilF-CSI 










\|}rovidedJ---^ 
Yes 






No 


Result:= 
pass 




Resuft;= 
fail 





Figure 58a: Procedure CAIUIELCheckCFJnteraction (sheet 1) 
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